bles a 


Bach Deck kere 


b W) 


Yj,” SPECIAL Drill 


“Handy” and practical, this is a good, low- 
ge Drill for intermittent-service jobs. 

ie-cast aluminum housings are propor- 
tioned for comfortable handling . . . tool is 
compact and weighs less than 314 lbs. 
Lubricant impregnated bearings give long, 
dependable service. This is an ideal Drill 
for the tool kit. 


SPECIFICATIONS 

Drilling Capacity: In Steel..up to 4%”; In hardwood...... 
Spindle Speed: No-load..2000 R.P.M.; = Full-load... 
Weight: Net... P Shipping 
Overall Length. 


Standard Equipment—3-conductor cable and plug; 8-jaw Jacobs threaded 
chuck, and key; trigger switch; “‘universal’’ motor. 


Price, complete, Catalog No. 30 (specify voltage)...........0........ 


14,” Heavy-Duty 
HOLGUN Drill 


This is the latest version of the most famous 
Drill in the electric tool industry. 
PLETELY BALL-BEARING EQUIPPED, 
the HOLGUN is surprisingly compact with a 
new handle shaped for plenty of finger room. 
Built for CONTINUOUS PRODUCTION 
service it’s also especially good in ‘‘close-corner’”’ 
drilling. As for power—it will not stall at rated 
capacity! 


Standard Speed Low Speed 


Model Model 

Capacity in steel. oo Ep te Fe" up to 4” 
No-load Speed.. .1700 R.P.M.* 600 R.P.M.t+ 
Weight: Net. 314 lbs. 314 Ibs. 

Shipping.. 5 lbs. 5 lbs. 
Overall length... Tq” 754” 
Catalog No. Bae 457 460 
Price, complete, specify voltage.......... $44.00 $52.50 


*Optional speeds (no extra cost)—2500, 3500 or 5000 R.P.M. 
tOptional speed (no extra cost)—1000 R.P.M. 


4,” Side Handle 
Heavy-Duty HOLGUN 


Standard Speed Low Speed 
Model Model 


Capacity in steel...... up to 14” up to. 4” 
No-load Speed........ 1700 R.P.M.* 500 R.P.M.f 


Weight: Net.......... 4 lbs. 44 lbs. 
Shipping.. 51 lbs. 6 lbs. 
Overall length.. 8%” 834” 
Catalog No. m 459 462 
Price, complete....... $46.00 $53.00 


*Optional speeds (no extra cost)—2500, 3500 or 5000 R.P.M. 
tOptional speeds (no extra cost)—750, 1000 or 1500 R.P.M. 


4” SHORTY Drill 


(BALL-BEARING EQUIPPED) 


Ability to work ‘‘around corners” and in small openings has popu- 
, larized this drill in many production and assembly operations. 
2 Small, round motor housing requires no extra handle. 
Capacity: In steel.. In hardwood 
Speed: No-load. Full load. 
Optional No-load Speeds (no GOELLER) sass desesecssaccerh anes 
Overall length: Chuck spindle end. 446"; 
Weight: Net. 


DIA 525i Sevsnnneecd decsyciestansere 


Price, Paddle Switch Unit complete, specify voltage (Cat. No. 287)......$62. 00 
Special Order:—4” SHORTY with toggle switch in end cap 
BARN ar Riess cncosceastigsavedsdecenceaseaslipcosslignvenpcnstescsceveensssetevassines4bceess $62.00 


TELECT RIC. £661 
HEADQUARTERS” 


4,” Heavy-Duty 
Ball-Bearing Drill 


A sturdy, perfectly balanced drill for constant service on produc- 
tion and heavy duty maintenance work. Especially suited to 
driving Carbon Cleaning Tools. Armature and chuck mounted on 
ball bearings. Automatic release switch with thumb latch for 
optional use. 


Capacity: In steel.... up to 4”; In hardwood. 
Speed: No load. .2000 R.P.M.; Full load... .1800 R.P.M- 
Weight: Net... 61% |bs.; Shipping. 91% lbs. 


Overall length 


Price, with geared chuck and key—(Cat. No. 32)... oF 
Price, with keyless chuck and gear locking devics— (Cats Ne: 386). 


5” Heavy-Duty Ball-Bearing Drill 


Designed for industrial production service and especially suited to lead hole 
drilling on screwdriving operations. Automatic release switch equipped with 


thumb latch for optional use. Armature and chuck spindle mounted on ball 
bearings. 

Capacity: In steel.................. up to 54”; Wet HOTA WOGG soso iicteississcsscsceseoscttassse y%” 
Speed: ‘No load.. .1400 R.P.M.; Full load . 

Weight: Net... 6% Ibs.; Shipping. 


Overall length..... 


Price, with geared chuck and key (Cat. No. 360).. GA ists hecnss 
Price, with keyless chuck and gear locking device (Cat. No. 887).......... $58.50 


KEYLESS CHUCKS 


See 4%” H.D. and 5%” H.D. Drills listed above 
for prices as original equipment. 


No. 34043A Threaded Keyless Chuck— 


OF to. 34” Capacity, ....cccceccsnrecesicenecvescbes- $ 9.50 
No. 36097A Threaded Keyless Chuck— 
OP NORGE CARREY, csarcassadtunettasisnrsinteptions $11.50 


3%” STANDARD 
Ball-Bearing Drill 


POPULAR general-purpose Drill of 34” capacity, for twist 
drills, wood augers, countersinks and Hole Saws. Well- 
balanced and shaped for portable use; an excellent drill press 
in Bench Stand. 


SPECIFICATIONS 


Capacity in steel. up to %” Full-load Speed. 

No-load Speed .900 R.P.M. Weight: Net.... 

Optional No-load Speeds } 1400, or Shipping 
(at no extra cost)........ 2000 R.P.M. Overall length. 


Price, complete, specify voltage (Cat. No. 490) 


..565 R.P.M- 
TM Ibs 


34” HEAVY DUTY BALL-BEARING DRILL 
APPEARANCE SAME AS 34” STANDARD DRILL 


Designed for industrial use in plants where production drilling of 34” holes at 
high speed is required. Design features same as for }4” Standard Drill. 


SPECIFICATIONS 

Capacity, in steel.. .. up to %” 
No-load Speed. 900 R.P.M. 
Weight: Net... 914 Ibs. 

Shipping. 1234 Ibs. 
Overall length...... 1314” 
Cat. No. (specify voltage). 862 
Price, complete................. $60.00 


STANDARD EQUIPMENT, Drills shown above—3-conductor cable and plug; automatic-release trigger switch and locking pin (except 14” Shorty); 3 jaw 


Jacobs threaded chuck and key; Universal motor, operating on A.C. or D.C. 


STANDARD VOLTAGE for Drills shown above—115 or 220. On special order 125 or 240 volts. 14” Heavy-Duty Drill only, also 32 volts from stock. 


DRILL CAPACITIES in hardwood are up to twice drill capacity in steel. 


“ELECTRIC TOOL 


HEADQUARTERS” 


4" SPECIAL DRILL 


A light weight tool designed for the 
general shop and for intermittent 
service in maintenance and repair 
work. Spindle speed ideal for driv- 
ing hole saws, twist drills, wood 
augers in the maintenance of equip- 
ment and appliances. 


Se 
Weight: Net. 


yd Shipping. 
& Capacity, in steel. up to 14” Overall length 
No-load Speed .. 875 R.P.M. Cat. No. (specify voltage).. 38 
PU iccin Gbitnn be benoit Ra cscs eee eob ab aay repcdtis wyadlachevcnge Reet mon cvaccaasté 7.50 


Ay 


4” STANDARD 
DRILL 


The most popular general purpose 
Electric Drill with .perfect operating 
balance, close coupled construction, 
minimum spindle offset and horizontal 
spade handle. Spindle speed is ideal for 
driving all types of twist drills, Hole 
Saws and wood augers. Deep groove 
ball bearing on chuck spindle with inner 
and outer races locked in place. Spline- 
mounted spindle gear increases strength, 
minimizes friction and wear. 


SPECIFICATIONS 


Capacity, in steel... up to 14” Overall length... 183%” 

No-load Speed. 400 R.P.M. Cat. No. (specify voltage).. 361~ 

Weight: Net.. ‘ 934 lbs. Price, complete... . 
Shipping........ 13 lbs. 


Y” HEAVY DUTY 


i=2 BALL-BEARING 


Designed for better balance, greater efficiency 
and smoother operation on continuous produc- 
tion service. Ball bearings on chuck spindlc 


oy gee absorb both side and end thrust. Armature 
(>/ shaft mounted on ball bearings. 
; Capacity, in steel. 


No-load Speed 
Net weight 

Shipping weight 
Overall length. 


Optional—No. 2 Morse Taper Socket instead of chuck. 


Price, complete, specify voltage—(Cat. No. 40).. . $84.00 
Reversing Switch Unit—(Cat. No. 575) .. $94.00 
*Special Speeds: 750 or 900 R.P.M ...$5.00 extra 


54” STANDARD 


T E> BALL- 
_ BEARING 
DRILL 


For garages, body shops, mainte 
nance crews and general service 
shop work. Jacobs geared chuck 
and key. Correct spindle speed for 
carbon bits, augers, Hole Saws 
cylinder hones, hard metals. Heavy 
Duty bearing construction. 


SPECIFICATIONS 
Capacity, in steel.. 5H" to 5%” Overall length...............02.. 18” 
No-load Speed 300 R.P.M. Cat. No. (specify voltage).. 238 
Weight: Net.. = 17 Ibs. Price, complete................-..+ $79.00 
Shipping........ 2134 lbs. 


54” HEAVY DUTY DRILL 


Equipped with roller spindle bearing, Jacobs geared chuck and key. Capable 
of continuous production work. 


Capacity, in steel... 54” to 54” Shipping weight. 
No-load Speed 450 R.P.M. Overall length 
Net weight...... 2134 |bs. 


Optional—No. 2 Morse Taper Socket instead of chuck. 
Price, complete, specify voltage—(Cat. No. 42)... 
Reversing Switch Unit—(Cat. No. 576) 


34," STANDARD BALL-BEARING DRILL 


A powerful tool, with triple gear reduction for low spindle speed. Chuck 
operates on Timken tapered roller bearings. 


SPECIFICATIONS 
Capacity, in steel. 3%” to 3%” Overall length........0.0.0.00. 1834” 
No-load Speed....... . 250R.P.M. Cat. No. (specify voltage)... 239 
Weight: Net.................. 194 lbs. Price, complete.................... $88.00 
Shipping _ 23 Ibs. 


34,” Heavy- 
Duty Drill 


| 1” Heavy- 
i” Duty Drill 


3%,” HEAVY DUTY 
BALL-BEARING DRILL 


Latest motor gives 40% more power than previous models. Armature pinion 
and first intermediate gear changed to helical type to reduce noise and wear. 
Taper-roller spindle bearing, extra long switch handle and pipe handle, special 
safety switch, Jacobs geared chuck and key. 


Capacity, in steel. . %%” to %” Shipping weight.. 34 Ibs. 
No-load Speed 375 R.P.M.* Overall length ot” 
Net weight... . 27% Ibs. 

Optional—Nos. 2 or 3 ord Taper Socket instead of chuck. 

Price, complete, specify voltage—(Cat. No. 45) $115.00 


Reversing Switch Unit—(Cat. No. 555)... 


*Special Speeds: 275, 600 or 900 R.P.M. $5.00 extra 


1” HEAVY DUTY BALL-BEARING DRILL 


New motor gives 25% more power than previous models. Armature pinion and 
first intermediate gear changed to helical type to reduce noise and wear. 
No. 3 Morse taper socket. Drilling in steel, 1”; light reaming, 34” heavy 
reaming, 5%”. 

No-load Speed. . 850 R.P.M.* 
Net weight...... 2844 lbs. 


Price, complete, specify voltage—(Cat. No. 47). 
Reversing Switch Unit—(Cat. No. 556) 
*Special Speeds—275, 600 or 900 R.P.M...... 


30 Ibs. 
20” 


Shipping weight.. 
Overall length 


85. 00 extra 


14,” HEAVY DUTY BALL-BEARING DRILL 


A new unit of increased power, with extra long safety switch and pipe handles. 
Motor housing is cast with adaptor pad to fit this Drill to Size 80 Drill Stand. 
Drilling capacity, in steel, UP to 14%”. (With 8-2 or 3-1 Reducing Sleeve, 
range is extended down to }%”). 


Reaming capacity, light, up to 1”; heavy, up to 34”. 


No-load Speed (standard).. 250 R.P.M.* 
Net weight........ 32 Ibs. 
Shipping weight 38 Ibs. 
Overall length... 2014” 


$149.00 
. $159.00 
. $5.00 extra 


Price, complete, specify voltage—(Cat. No. 494) 
Reversing Switch Unit—(Cat. No. 557) ............ 
*Special No-load Speeds: 350, 600, 900 R.P.M.. 


Standard Voltage on all Drills this page—115 or 220 (32 volts also on 14” 
Standard). On special order 125 or 240 volts. Universal Motors for A.C. or D.C. 


DRILL STANDS 


Quickly adapt portable drills to drill press 
operations; for heavy duty and accurate 
work. Handle leverage permits tremendous 
pressure; bracket adjustable for height and 
lateral position; one bracket fits several 
tools and no adaptors are required. 


SIZE 20 DRILL STAND—Fits all end- 
handle Drills from 4%” Special to %%” 
Standard; the No. 12 SCRUGUN, \” 
TAPGUN, No. 14 and No. 18 Screw- 
Drivers. Maximum feed is 2”; from C/L 
Bit to C/L Column is 54”. (Typ e “C"’). 
CAT. No. 22148 BENCH DRILL STAND 
—Net Weight 11 lbs; shipping 14 lbs. 
oe ne & Ee Rr eee $22.00 


SIZE 40 DRILL STAND—Fits %” Heavy- 
Duty, 4” Special, 14” Utility, 44” Standard 
Drills. Maximum feed is 4”; from C/L Bit 
to C/L Column is 6”. (Type “C’’). 

CAT. No. 22145 BENCH DRILL STAND 
—Net Weight 1614 lbs; shipping 20 lbs. 
MEPIS oo sasiccsnsises cena NTs ap ch did nasa SANTORO $29.00 


SIZE 60 DRILL STAND—Fits all side- 
handle Drills from 144” Heavy-Duty to the 
1” Heavy-Duty. Maximum feed is 4”; 
from C/L Bit to C/L Column is 8”. 

(Type ‘“‘A”’). 

CAT. No. 18857 BENCH DRILLSTAND 
—Net Weight 54 Ibs.; shipping 59 lbs. 
Lg ye RS Ape ace em eS oe er rae $49.00 


SIZE 80 DRILL STAND—Fits the 114” 
Heavy-Duty Drill. Maximum feed is 4”; 
C/L Bit to C/L Column is 12”. (Type “A’’). 
CAT. No. 26607 BENCH DRILLSTAND 
—wNet Weight 105 lbs.; shipping 115 lbs. 
Priee ss. . cccchtuspaman sais 00 


No. 23046 HORIZONTAL DRILL STANDS fo: 
4%” Standard, 4” H.D., 5%” H.D., %” Standard 
Drills, and Nos. 18 and 16 Gauge Shears.......... $4.75 


No. 225 COAL DRILLS 


+. A.C. Switch 

1 Handle and 

Optional Spade 
Handle 


D. C. Switch 
Handle and 
Standard 
Breast Plate 


The most ie size and capacity Coal Drill for constant service on regular 
shot-hole drilling. Suited to either one- or two-man use. Can be furnished for 
use on alternating current or with special condenser-equipped switches for 
direct current. 


For Alternating For Direct 
Current Current 
Specifications 
Speed: No-load (Standard). 350 R.P.M.* 850 R.P.M.* 
Full-load.............0 200 R.P.M. 200 R.P.M. 
*Optional Speed (no extra cost).. 600 R.P.M. 600 R.P.M. 
Weight: Net (with breast plate) 27% lbs. 29 Ibs. 
BRIDGING iis ccccscccsgccsccaes 37 lbs. 3844 lbs. 
Net (with spade handle). 2614 lbs. 2734 \bs. 
Shipping... 37 lbs. 32 lbs. 
Overall length (with | ea: 1744” 1714” 
(with spade tandle 1954” 1954” 
Cat. No. (specify voltage).. 305 474 
Price, Complete. $150.00 $160.00 


Standard Equipment—3-conductor cable and plug; 20-amp. dust-proof switch, 
threaded spindle; breast platet; detachable pipe handle. 

Standard Voltage—115; also available for 220 or 240 volts. 

+Spade Handle supplied in place of Breast Plate, at no extra charge. 


“ELECTRIC TOOL 
HEADQUARTERS” 


HOLE SAWS 


Cut clean, round holes in steel, cast iron, sheet metal, 
wood or any material a hack saw will cut. Available in 
three types: fine-tooth for sheet metal, steel and all 
thin materials; coarse-tooth for cast iron, wood, fibre 
and all thick materials; both of highest quality tungsten 
steel, and a new HIGH-SPEED Hole Saw for hard 
alloys and production work. 


Coanse- Fae Hic SPEED SAW 
pp (SAW ONLY 
Car 'No. | WITHOUT 
Fe * | MANDREL)| Cat. No. Price 
Saeademausveavscvnease DN OO EAN ok aiikicencixinteaa licscconieaeeee: 
14906} -60 21747+ $1.40 
14908} -60 21748t 1.40 
ana peepee Meaclaas gl -60 21749t 1.40 
149107 -60 21771f 1.40 
22953T -80 22809} 1.40 
14912} 80 21772t 1.40 
176797 -80 21773+ 1.40 
14911* .80 21781* 1.40 
14913* 4 -80 21782* 1.40 
14914* -80 21783* 1.40 
14915* 95 21784* 1.40 
14916” -95 21785* 1.85 
14917* 95 21786* 1.85 
14918} 1.10 21787t 1.85 
14919f 1.10 21788} 2.50 
14920t 1.10 21789f 2.50 
14922} 1.30 21790t 2.50 
14921} 1.30 21791t 2.50 
14923} 1.30 21792} 2.50 
14924¢ 1.40 21793t 2.50 
14925} 1.40 21794t 2.50 
14927t 1.40 21795t 2.50 
14926} 1.55 21796} 2.50 
14930t 1.55 21797t 2.50 
14929} 1.55 21798} 2.50 
24172f BGe - “eee casero Ines casercaas 
14928t 1.55 21799} 2.50 
24173} 1.85 
24174t 1.85 
24175t 1.85 
14932} | 1.85 


MANDRELS FOR 14”, 54” AND %” DRILLS 
{22181 Mandrel with Pilot Drill (for 34” to 13%” Saws) 


*22182 Mandrel with Pilot Drill (for 114” to 114” Saws) 1.85 
22192 14” Pilot Drill, only for above mandrels.. 45 


23050 aa Pilot Drill (for 54” Hole Saw only). 
**No. 23051 Hole Saw has a built-in Mandrel; no separate Mandrel supplied: 


MANDRELS FOR 4” AND LARGER DRILLS 

14903 Mandrel with Pilot Drill (for 34” to 154” Saws).. 
*14904 Mandrel with Pilot Drill (for 114” to 12%” Saws) 
18028 Mandrel with Pilot Drill (for 2” to 4” Saws).. 
14935 14” Pilot Drill only, for above mandrels......... 


SPECIAL HOLE-SAWS 
Special Tungsten Hole Saws, with extra-coarse tooth arrangement at 50c 
higher than standard prices up to 174”, and $1.00 higher in 2” to 4” sizes. 
SPECIAL DEPTH HOLE SAWS—For home insulation and other uses 
requiring extra depth, the following special coarse-tooth Tungsten Hole Saws, 
with 134” depth-of-cut, and special Mandrel, are available. 


No. 24576 214” Special Hole Saw 


..$3.10 


No. 18635 8” Special Hole Saw..... . 3.10 
No. 24578 Special Mandrel with pilot drill for above Hole Saws. . 2.35 
No. 24577 Pilot drill for No. 24578 Mandrel 45 


RIGHT ANGLE DRILLING ATTACHMENT 


Enables operator to reach out-of-the-way places in work on joists, etc. A 
handy attachment for all types of contracting jobs and electrical installations. 
Equipped with 3-jaw Geared Chuck, 44” capacity. (All are Type “B”). 

No. 23574 For 14” Junior (B), 44” Special........ $42.00 
No. 17819 For 14” Standard and 44” Utility. 42.00 
No. 17820 For 44” H.D. (A and B) and 54” Standard. . 42.00 


WHEEL ARBORS 
Adapt 14” to 44” Drills to light grinding and wire brushing, by holding wheels 
in yey of drill. Body of arbor is 14” diameter and will take 3” and 4” wheels. 


No. 3071 14” Drill Arbor (34” Steen. yr — 
No. 8449 14” Drill Arbor (14” diam.; 16" shank)... 


SANDING PAD ARBOR 


No. 23041 Arbor for 5” Sanding Pad; fits 14”, 5%”, 34” and 14” Drills 
CFP ED CHES FO SERB) ooo creatives rerteeas yseeiciznssaussrincaasoorsaesintiers $ .85 


NEW 4” TAPGUN 


This is the latest, improved version of 
the popular B&D Tapgun. Automatic 
reversing mechanism backs tap out of 
threaded hole at high speed when 
operator pulls backward—no revers- 
ing switch is needed. New Tapping 
Chuck (Jacobs No. 421-01) with 2 
collets and Removable Side Handle 
are standard equipment. Other im- 
provements include a more comfort- 
able end handle and removable com- 
mutator and brush inspection plates. 


A SPECIFICATIONS 

Tapping Capacity: In mild steel een” hi 
In Cast Iron. 
In brass or a! 

Weight: NOE: 0555005 
Shipping. me 

Overall Length: 1034” (including tap chuck) 

No-load spindle speed: Tapping—400 RPM; Reversing—525 RPM 

Standard Equipment—Jacobs tap chuck with two collets (0” to 4” and 4” to 

-381), 3-conductor cable and plug, “universal’’ motor. 

Standard Voltages—115 or 220. On special order 125 or 240 volts. 


Catalog No. 586 (specify voltage’ 
Price, complete. ...............:::c00sc000+ eavesiecabsnsencahas peda ARR aan netvaeietanerees $105.00 


No. 12 SCRUGUNS 


Boasting a superlative record for 
speeding up all types of fastener 
assembly work, these late model 
Scruguns have—(1) Increased motor 
power, (2) A handle shaped for more La 
finger room, (3) A removable cover Positive Clutch 
for convenient inspection of com- SCRUGUN 
mutator and brushes, and (4) Cart- 

ridge-type brush holders to facilitate 

brush replacement. The SCRUGUNS 

are offered in Positive 
Clutch models for ‘‘free- 
hand” driving, and in Ad- 
justable Clutch models for 
driving each fastener auto- 
matically to a _predeter- 
mined tightness. Adjustable Clutch 

SCRUGUN 


No. 12 POSITIVE CLUTCH SCRUGUN 


In Positive Clutch Scruguns the spindle idles to permit engaging the fastener 
Operating pressure closes the clutch and the tool keeps driving until the resist- 
ance of the fastener overcomes hand pressure . . . operator controls tightness by 
amount of pressure applied. Ideal for portable ‘‘free-hand” driving. 
Capacity: Wood Screws. up to No. 12 x 2” 
Self-Tapping Screws... 
Lag Screw5.........2.csstissccecsenee 
Machine Screws and Nuts 
No-load Standard Speed... ...600 R.P.M.* 
Net Weight O96 Abs. 5 SHIN PING... ccs. ces.scsvecessenssecsvecissxseaensay 5 Ibs. 
Overall Length (including bit) 
Standard Equipment—3-wire cable and plug; No. 15475 bit with protector, 
centering and spring sleeves; ‘‘universal” motor. 
Standard Voltage—115 or 220. On special order 125 or 240 volts. 
Cat. No. 402 Standard Unit (illustrated), Price (Specify Voltage).. 
Cat. No. 572 Reversing Switch Unit, Price (Specify Voltage) 
“Optional speed (no extra charge)—1000 R.P.M. 


..up to 4%” x 2” 
up to 4” diam. 


No. 12 ADJUSTABLE CLUTCH SCRUGUN 


Adjustable Clutch Scruguns are the same as Positive Clutch models listed 
above except for the addition of a secondary clutch. On jobs where uniform 
tightness of fasteners is desirable (to meet specifications or prevent damage by 
driving fasteners too tight), the secondary clutch will disengage when the re- 
sistance of the fastener overcomes its pre-set spring load. Thus, automatically, 
each fastener is driven to a pre-determined, uniform tightness regardless of 
pressure applied. 
SPECIFICATIONS 


Capacity, Speeds, voltage and standard equipment same as No. 12 Positive 
Clutch Serugun. 

NGO: WGI oi ccescsssccsscssxeccsiane cans TVs Ue eget aka nnes ovsvevrongses aes 5} lbs. 
Overall Length (including bit) ...2...........ccccccccsccsesssscecescessscesesesceseaces 
Cat. No. 350 Standard Unit (illustrated), Price (Specify Voltage).. 
Cat. No. 573 Reversing Switch Unit, Price (Specify Voltage) 


“ELECTRIC TOOL 
HEADQUARTERS” 


NEW NO. 8 SCRUGUN 


This high-powered Center-drive Scrugun is the lightest, most 
compact tool we have ever built for driving up to No. 8 size screws. 
Clutch is controlled by 2 springs which permit driving varying 
sized screws to a uniform degree of tightness. Paddle switch model 
operates conveniently in either a horizontal or suspended position 
—turns “ON” as operator grasps tool and “OFF” as tool is 
released. Toggle switch model is suitable for continuous operation. 
Quality-built for high production service, the No. 8 Scrugun is 
equipped with ball bearings, heat-treated gears and a “universal” 
motor built specifically for this tool. 


SPECIFICATIONS 
Capacity: Wood Screws........ 
Machine Screws an 
Self-Tapping Screws.. 
No-load Spindle Speed 
Weight: Net—2% lbs.; Shipping—5¥% lbs. 
Standard Equipment—3-conductor cable and plug; No. 13207 bit 
with centering sleeve; spring sleeve and protector; “universal” 
motor. 
Standard Voltages—115 or 220. Special Order 125 or 240 volts. 
Specify voltage when ordering. 


Cat. No. 578 (with paddle switch) 


Cat. No. 580 (with paddle switch and reversing switch) 99, 
Cat. No. 579 (with toggle switch in end cap)................ 89.00 
Cat. No. 581 (with toggle switch and reversing switch). 96.50 


No. 14 and No. 18 SCREW DRIVERS 


Nos. 14 and 18 Screw Drivers are capable of constant production in screw 
driving operations in metal or wood, nut tightening, boat building, body work 
assembling and crating. Have 1%” hex. socket chuck and can be equipped 
with reversing switch for disassembly work. 


Capacities: No. 14 No. 18 
Wood Screws. Ph 14 x 214” 18 x 3144” 
Self-tapping Screws. 5%” Dia. %” Dia. 
Lag Screws..............+:. Yy"x2"” 4” x 3” 
Machine Screws and Nut... ; 34” Dia. 44” Dia. 


Standard No-load Speed 500 R.P.M.* 


No. 14 POSITIVE CLUTCH DRIVER 


Pin-type clutch permits spindle to idle until bit finds screw slot. Throws out 
when operating pressure is released. 


Net weight, 634 lbs.; overall length, 1314”, shipping weight, 9 lbs. 


Price, complete, specify voltage—(Cat. No. 53) $72.00 
Reversing Switch Unit—(Cat. No. 568)......... $79.50 
“Special Speeds—750, 1000 or 1600 R.P.M... .. $2.50 extra 


No. 14 ADJUSTABLE CLUTCH DRIVER 


Adjustable clutch adapts driving torque to specific operation, insuring uniform 
results. Spindle idles until operating pressure is applied. 


Net weight, 8 lbs.; overall length, 1514”; shipping weight, 12 lbs. 

Price, complete, specify voltage—(Cat. No. 169).. ..$ 99.00 
Reversing Switch Unit—(Cat. No. 564) ... 106.50 
*Special Speeds—750, 1000 or 1600 R.P.M....0....0.cccccccsccseesseseeeeeteenees $2.50 extra 


No. 18 POSITIVE CLUTCH DRIVER 


Positive clutch permits spindle to idle until operating pressure engages clutch 
jaws. Kicks out when pressure is released. 

Net weight, 9 lbs.; overall length, 1414”; shipping weight, 12 Ibs. 

Price, complete, specify voltage—(Cat. No. 54).. $82.00 
Reversing Switch Unit—(Cat. No. 566)...... 
“Special Speeds—750, 1000 or 1600 R.P.M. 


No. 18 ADJUSTABLE CLUTCH DRIVER 


Selectivity of adjustable clutch and power of this unit ideal for tough production 
work. Clutch automatically releases each screw at uniform depth. Spindle 
idles until pressure is applied. 


Net weight, 1014 lbs.; overall length, 1714”; shipping weight, 15 Ibs. 


Price, complete, specify voltage—(Cat. No. 164) ..$108.00 
Reversing Switch Unit—(Cat. No. 567) ..... . 115.50 
*Special Speeds—750, 1000 or 1600 R.P.M. .$2.50 extra 


90° HEADS ARE AVAILABLE FOR NO. 12 SCRUGUNS, NO. 14;AND 
NO. 18 DRIVERS. SEE MASTER CATALOG FOR COMPLETE DATA. 


SCREW DRIVER BITS 
With 14” Hex. Shanks—For Soruguns and Torsimeter 


“ELECTRIC TOOL 
HEADQUARTERS” 


BIT EXTENSIONS 


Screw Driver Bit Extensions are available in various lengths, with }4” or 1%” 


shank to fit Torsimeter, Scrugun or Screw Driver Chuck, and a chuck socket 
Bit to take standard bits and socket wrenches. 
For use with these Price | Only | Price 
Screw Types and Sizes Each | No. | Each Cat. Shank | Price Cat. Shank | Price 
No. Length Size Each No. Length Size Each 
Nos. 2, 3 Wood, No. 2, 3 Machine 18051 | $0.60** 
No. 2 Sheet Metal, No. 4 Filister ) 22396 .85** 22539 6” yr" $2.00 14989 6” Ye" $2.00 
Nos. 4, 5, 6 Wood, No. 4, 5, 6 Machine | 13208 | .60** 22323 10” ye” 2.10 5288 | 10” Ye" 2.40 
Nos. 4, 5, 6 Sheet Metal \ $1.60**| 17688 | .85** 
J 2.15 | 22108 | 1.40 SOCKET WRENCHES 
Nos. 7,8 Wood, No. 6 Stove; 8 Mach. i 13207 -60"* 
Nos. 7, 8 Sheet Metal 1.60**| 13353 -80 Cat. No. Gti No 
No. 10 Filister 2.15 | 13470 | 1.40 2 , " bl Pri 
Nos. 9, 10, 11 Wood } 15475 65" guite oe Sper Lg vee e ruee 
No. 10 Sheet Metal 23494 | 1.00** OOK Eh PURSUE | Benes anes gf ay DOUBLE SQUARE 
No. 10 Machine, No. 12 Filister | 1.75**| 18594 | 1.00** y" ue 20512 1s .75 | 20519 = 95 
No. 12 Wood, Sheet Metal, Machine } 16772 .85** Yo” yy" 20513 ey al ene oe 
44” Filister NM 1.80**) 21730 | 1.05** 546” 4” 20514 .75 20520 95 
"ar A # 20515 SUD ll contains 
SCREW DRIVER BITS fr | iar | postr | 38 | dose | 95 aaa 
" e 5 we” 4” 20518 -80 22915 1.00 SocKETSs 
With 7/4,” Hex. Shanks—for No. 14 and No. 18 Drivers yn ag” 22762 85 | 22763 | 1.10 Leia gee Mec sae 
56” 4%” 22764 85 22765 1,10 
Bit [aand B ir | 33” | 3ote8 | ‘as | dare | Ilo 
it tan’ it “ig 768 “ c 
For use with these Length | Finder | Price | Only | Price in Ye” 22770 85 22771 1.10 
Screw Types and Sizes b! Assem.| Each | No. | Each 96” 1%” 22772 85 22773 1.10 
No. 54” 4. phe - pol a 
a5 6 Wool N : FEI = 4 114" % 22771 z 7 10 
Nos. 4, 5, 6 Wood, Nos. 4, 5, 6 Machine 2M 5345 | $1.55 5104 | $0.75 apn ign 22778 110 22779 145 
Nos. 4, 5, 6 Sheet Metal 6 15086 | 2.50 | 15050 | 1.70 isan ign 22780 110 22781 145 
Nos. 7, 8 Wood, No. 6 Stove 214” 5346 | 1.55**) 5106 76** ihn 14” 22782 1.10 22783 1.65 
gS (rea Metal, No. 8 Machine 6” 15090 | 2.50 | 15054 | 1.70 154" 44" 22784 1.40 
Spo eaer 1? 44” | 22786 | 1.50 | 22787 | 1.90 
ne _ Ne a Wood, ao Sheet Metal) a" sna = Bi e- 
No. 10 Machine (except Filister) = 5i a 
No. 12 Filister I SHANKS 
No. 12 Wood, No. 12 Sheet Metal 214” | 6343 | 1.55%] 6110 | 75% : ; 
No. 12 Machine (except Filister) | 6” 15098 | 2.50 | 15062 | 1.70 Shank | Drive | Overall | Catalog | Price 
14” Filister | Size Sq. Size | Length | Number Each 
No. 14 Wood 214” | 5344] 1.55%) 5112 | .75** yn ” ” 
No, 14 Sheet Metal 4” | 15101 | 2.30 | 15065 | 1:55 is, 4, 2, noe me 
14” Machine (except Filister) 6” 15102 | 2.50 | 15066 | 1.70 % ” 4 ” 23%” 22792 1.65 
No. 16 Wood 24” | 5329 | 1.55" 5114 | 75° 14" a4" 5” 22793 2.00 
346" Filister 6” | 15106 | 250 | 15070 | 1.70 ge ig" 234” | 22794 2.20 
No. 18 Wood, %i¢” Sheet Metal 254” | 5364 | 1.95**| 5116 | .90** 6" 4" 5” 22795 2.50 = 
36” Machine (except Filister) 234” 5366 | 2.40 5118 | 1.20 SHANKS 
6.20 Wood, 34° ister} @ SIZE 10 BALANCE REEL 
No. 24 Wood, 34” Mach. (except Filister) | 234” 5369 | 2.80 | 5120 | 1.45 For counterbalancing tools over work benches or production lines. Reduces 


*All lengths shown are the projecting lengths, from chuck to end of bit; they 
do not indicate overall lengths. 


**QUANTITY PRICES—Standard Bits and Bit-Finder Assemblies in this 
group are packed and stocked in boxes of six. We recommend ordering in 
tandard packages or multiples thereof and offer special quantity prices which 
8 pply, on designated quantities, all of one size only. 

aUsed with Scrugun only. 

Fis with Torsimeter and 90° heads. 


One In Box of Six, Each In 44-Gross or More, Each 
$ .60 $ .55 $ .50 
-65 -60 55 
75 -70 65 
80 75 70 
85 -80 75 
-90 85 80 
1.00 -95 -90 
1.05 1.00 95 
1.55 1.50 1.45 
1.60 1.55 1.50 
1.75 1.70 1.65 
1.80 1.75 1.70 
1.95 1.90 1.85 


SCREW DRIVER BITS FOR PHILLIPS HEAD SCREWS 
FOR SCRUGUN, TORSIMETER, 14 AND 18 SCREW DRIVERS 


A special bit is required for driving the Phillips head 


screw, which has a cross form slot instead of the 
conventional slot and four different slot sizes 
designated as Nos. 1, 2, 3 and 4. 


Slot Size Cat. No. Price Each | Box of 6** 

No.1 17922* $.70 $.65 $.55 
No. 1 18938} -90 85 -75 
No. 2 17923* -70 -65 55 
No. 2 17924t -90 -85 75 
No. 3 21366* -70 -65 55 
No. 3 17925t -90 -85 -75 
No. 4 17926t 90 85 


*For Scruguns and Torsimeter. 
{For Nos. 14 and 18 Screw Drivers. 
**Quantity prices apply only on designated quantities of one size. 


job fatigue and prevents accidental dropping. 

Range--0 to 10 lbs.; Maximum Overall Extension—6 foot 6 inches; Weight 
6% lbs. (shipping weight 714 lbs.) 

DR BOM yy ics cx cas tiegacagi ies 02s sess asaspes ass onvvaceasctgsustasvnninanps eoccsapabntvesdaes cea nccanantane? $24.50 


PORTO-SHEARS 


The Porto-Shear will cut all types of 
sheet metal quickly, easily, and 
accurately. It is also used success- 
fully for cutting thin sections of lam- 
inated wood and sheet plastics with 
slight changes in blade contours. 
Porto-Shears cut to small radii, and 
easily follow a straight or irregular 
pattern line—because the cutting 
blade is always visible. Porto- 
Shears easily cut to rated capacity in 
steel and galvanized iron; about one 
gage thinner in Mone and stainless; 
and 50% above rating in copper, 
aluminum, lead, non-ferrous metals. 


No. 16 Gage No. 12 Gage 


Porto-Shear Porto-Shear 

Capacity, in steel, (U. S. Std.)..... 16-gage 12-gage 
Cutting Speed, (Strokes per min. 2500 2000 
Minimum Cutting Radius.. +7 i 1%” 
Weight: Net........ 84 lbs. 11 Ibs. 

Shipping.. 10% lbs. 13% lbs. 
Overall length............ 12%” 1215%” 
Cat. No., (specify voltage) 259 507 
Price, Complete. ec $90.00 $135.00 


Standard Voltage—115 or 220. On special order, 125 or 240 volts. 


SHEAR BLADE SHARPENER 


Sharpen the blades on 18 Gage, 16 Gage or 12 Gage Porto-Shears with this 
one new device. Simple instructions make it practically impossible to grind 
incorrect angles. Operates on Bench Grinder tool rest. 

No, 38202 Shear Blade Sharpener ...,..sisiciescsscsecensasseenceessseacssesaessavdelanvaticdscont $3.25 


REPLACEMENT BLADE KITS 


No. 32105 For 18 Gage and 16 Gage Units. 
No. 33088 For 12 Gage Unit 


“ELECTRIC TOOL 


HEADQUARTERS” 


PORTABLE ELECTRIC SANDERS 


Electric Sanders are versatile surfacing tools, used with a wide variety of 
attachments for sanding, grinding, wire brushing, rubbing and planing operations 
on metal, wood, stone, tile, concrete and many other surfaces. 


These Sanders are fully powered with ‘universal’ motors; perfectly balanced, 
with reversible side handles for right or left hand use; spiral bevel gears of heat- 
treated alloy are matched and lapped; ball-bearings are grease-sealed. 


Standard Voltage—115 or 220. On special order also 125 or 240 volts. 


7” SPECIAL SANDER 
(EQUIPPED WITH SPINDLE LOCK) 


A light, well-balance Sander for intermittant 
service on sanding, grinding, wire brushing and 
rubbing jobs. Switch and bearings are sealed 
against dust and dirt. Equipped with spindle- 
locking pin for changing sanding discs and 
other attachments. Has heat treated gears and 
grease-sealed ball h2arings throughout. 


Diam. of Sanding Dise 7”; Spindle 54” diam.; 
11 thread, right hand. 

No-load Spindle Speed.................... 3500 R.P.M. 
Weight: Net............ 8 lb.; Shipping.. 
Overall length (not including pad) 


Catalog No. 91 (specify voltage) 
Brie, Coan plete cs 5 cise nssevaccodtsss, sutdrceetes ance cescavasnturiedensetaevesevsevee . 


No. 34272 14” Chuck for 7” Sander (Jacobs No. 767) .........ccc:ccccceseeseseeseeee 


7” STANDARD SANDER 
(EQUIPPED WITH SPINDLE LOCK) 


Amply powered and constructed for constant production service on all types 
of metal and wood surfacing. 

Diameter of disc. 
No-load speed.. 
Weight: Net... ..1234 lbs. 
Overall length (not including pad) 
Price, complete, specify voltage—(Cat. 


Shipping. 


7” HEAVY DUTY SANDER 
(EQUIPPED WITH SPINDLE LOCK) 


Designed to meet the demand for a universal motored sander of superior power 

for continuous production metal finishing. 

BOS NN Rio ss Sees nh ass as caso daa ven anon cn zanctida ns seuednan scsibaNaplGkyopavacecesSeouseved aseconeds (ng 
No-load speed.. 

Weight: Net.. : 

Overall length (not including pad) 

Price, complete, specify voltage—(Cat. No. 93). 


9” HEAVY DUTY SANDER 
(EQUIPPED WITH SPINDLE LOCK) 


ALSO PERFECT AS 
AN ANGLE GRINDER 


A Heavy Duty tool designed for constant production-line use with 9-inch 
abrasive discs or 6” Saucer Grinding Wheels. New, fast spindle lock for quicker 
change of pads and abrasive discs. Spiral-bevel gears. Switch and commutator 
sealed against dust and grit. Bearings also grease-sealed against dust and dirt. 


Diameter of disc. 
No-load speed. 
Weight: Net.. " 
Overall length (not including rea Pep yee ea ree 
Price, complete, specify voltage— (Cat. No. 433). 

*Optional Speed—5000 R.P.M.—No extra cost. 


PORTABLE ELECTRIC POLISHERS 


7” SPECIAL POLISHER 


A light-weight Polisher for intermittent service in 
small shops and garages. Very easy to handle and 
control. Has spindle locking pin to facilitate the 
changing of pads Sail bonnets. Gears are heat 
treated and grease sealed ball bearings are used 
throughout. 


Weight: 


.12 Ibs. 
thread 
2000 R.P.M. 
THR" 


...8 lbs. Shipping.. 
Spindle Diameter. 


Overall length ( ot including pa 


Standard Voltages—115 or 220 Special Order 125 or 240. 
Price, complete (specify voltage) (Cat. No. 547)........ ...$56.00 


7” STANDARD ELECTRIC POLISHER 


Excellent unit for smaller shops. Does 

not have automatic-feed feature 

(liquid must be applied by hand). 

Especially adapted to rubbing-down 

new paint and lacquer; for buffing and 
Ay, cleaning all metal and wood surfaces 
_ and waxing. 


No-load Speed, 1500 R.P.M.; Diameter of Pad, 7”. 

Net weight, 914 lbs.; overall length, 1534”. 

Price, complete, specify voltage—(Cat. No. 96) .............csscssscscsestestesesneneeens $75.00 
Standard Voltage—115 or 220. On special order 125 or 240. 


AUTOMATIC ELECTRIC POLISHER 


Equipped with reservoir, thumb-operated pump 
and feeder tube which automatically applies 
Vitri-Glaze to the car surface while working. 
No rages for hand application; no drying of 
liquid. Uniform results, more jobs per day. 
Increased power, correct speed, more «<< 
torque, light weight. y. 


No-load Speed, 1500 R.P.M.; Diameter of Pad, 7” 
Net weight, 1034 lbs.; overall length, 1744”. 
Price, complete, specify voltage—(Cat. No. 97) PN eee 


Standard Voltages—115 or 220. Special Order 125 or 240. 


IMPROVED FLEXIBLE BACKING PADS 


Molded Rubber Pads listed below have an inside-threaded hub which screws 
directly on the spindle of all Sanders and Polishers. This hub also has an 
additional inside-thread to take a new type, outside-thread clamp washer—one 
only being required to hold all kinds of discs, pads, bonnets, etc. This elimin- 
ates the variety of clamp washers which were formerly needed to handle pads 
of various thicknesses. 


No. 33262 te er Molded Rubber Pad with No. 33257 Clamp 
asher 


Washer. 
No. 33487 9” Molded Rubber Pad with No. 33257 Clamp Washer 
No. 33489 5” Molded Rubber Pad with No. 33257 Clamp Washer... 


REPLACEMENT CLAMP WASHER 


New, outside-threaded, screws directly into new 5”, 7” and 9” Molded Rubber 
Pads listed above. 
No. 33257 Clamp Washer. 8 .60 


WIRE CUP BRUSHES 


Made by us for use on Sanders to remove rust, 
scale and paint; to clean tanks and boat hulls; for 
cleaning castings and structural steel 54”-11 thread 
hub threads on Sander spindle. 

No. 18056 4” Wire Cup Brush, for 7” Special and 7” Standard Sander....82.90 


No. 24353 5” Wire Cup Brush for 7” Heavy Duty Sander.. . 3.50 
No. 12398 6” Wire Cup Brush for 9” Heavy Duty Sander... 


SANDING DISCS 


Sanding and abrasive discs 
can be furnished in a variety 
of grades and grains. Discs 
designated as ‘‘Open Grain’”’ 
are especially suited for 
wood sanding (Nos. 16, 24 
and 36 for removing paint 
and varnish); ‘‘Closed 
Grain’ discs are for metal 
work. 


Dises packed 25 to a box. 


7-INCH SANDING Discs 914-INCH SANDING Discs 
GRADE 
_— List Price List Price 
Closed Grain Cat. Cat. 
No. No. Each 
16 17815 26458 $0.77 
24 9990 10719 -60 
36 9991 10720 -59 
50 9992 12153 -55 
60 18489 18493 -53 
80 10485 10721 ’ 50 
100 12145 12149 -50 
120 12146 12150 50 
150 12147 12151 50 
180 12148 12152 -50 
Open Grain 

16 15134 58 15137 17 
24 15135 45 15138 -60 
36 15136 44 15139 59 
50 12011 42 12131 -55 
60 18491 .40 18495 53 
80 12012 38 12132 -50 
120 12013 38 12133 50 


‘**KOOLFLEX”’ BACKING PADS 


Light-weight, fabric-base, plastic-bonded discs 
provide greater flexibility, cooler operation 
and longer life on sanding applications. Used 
with Moulded Rubber Pad. For maximum 
flexibility, use one ‘“‘Koolflex’’ pad with cor- 
responding size abrasive disc. For “‘feather- 
ing’”’ finish, use No. 31000 ‘‘Koolfiex’’ pad 
with 9” abrasive. For more rigid backing 
use both sizes of ‘‘Koolfiex” pads with 9 
abrasive. 


No. 31000 634” ‘‘Koolfiex”’ Backing Pad.... 
No. 31001 83%” ‘‘Koolflex” Backing Pad.... 


ABRASIVE DISC TRIMMER 
& 


Facilitates the complete use of abrasive 
discs, cutting them down to smaller 
diameters as outer surface is used up. 
Trimmer has adjustable center hole 
pilot on a calibrated swinging arm; a 
cutting wheel mounted on one-piece 
spindle and crank, and a base which 
can be screwed to the bench. 

...$9.50 

. «46 


No. 21808 Abrasive Disc Trimmer, complete. 
No. 21753 Replacement Cutter 


SAUCER GRINDING WHEEL 


For some metal iadins applications, the Sander equipped with a Saucer 
Grinding Wheel does smoother and faster work than a Portable Grinder. 
Saucer Wheels have 54”-11 thread bushing to fit spindle direct. 

No. 24050 4” Saucer Grinding Wheel (for 7” Std. Sander).... 
No. 23444 5” Saucer Grinding Wheel (for 7” H.D. Sander) 
No. 18039 6” Saucer Grinding Wheel (for 9” H.D. Sander) 
No. 17329 Skirt Wheel Guard for H.D. Sanders 


CUP GRINDING WHEEL 
Use No. 10711 Spindle Extension to attach to Sander. 


No. 10663 4” Cup Grinding Wheel (Grade 36-H) 
No. 10711 Spindle Extension 


r MON FEATHER-EDGING ATTACHMENT 
E ? 


. $5.35 
»_ 7.50 
10.00 


FOR ALL 7” SANDERS 


The new modern way to feather-edge. Uses inexpensive 
‘ and flexible paper-backed discs which are held by a quick- 
' acting twist-lock plunger. This attachment cuts out 


practically all hand sanding and feather-edges old 
finishes in one-half to one-fifth the time of former methods. 
No. 33493 Feather-Edging Attachment with 2. coarse, 
wo 87.50 


2 medium and 2 fine Sanding Dises.......... 


REPLACEMENT ITEMS 


No. 34342 ‘‘Twist-Lock” Plunger.................:000c0000+ 
No. 33495 Package of 6 Abrasive Discs (coarse).. 
No. 33496 Package of 6 Abrasive Discs (med.). 
No. 33497 Package of 6 Abrasive Dises (fine) 
No. 33998 Felt Pad with Fibre Backing Pad.... 


“ELECTRIC TOOL 
HEADQUARTERS” 


SANDER AND POLISHER 


ATTACHMENTS AND SUPPLIES 


LAMBSWOOL BUFFING PAD AND BONNET 
Gives a very high lustre in polishing and waxing. 
No. 13086 Lambswool Buffing Pad for Polishers in- 


dividually boxed, each. ... $1.55 
packed 6 to a carton, each. . 1.40 


No. 13087 Lambswool Buffing Bonnet with Hood 
and Drawstring—use with Molded 
Rubber Pad nas cacitgap nat arte 2.15 


No. 22176 Lambswool Buffing Bonnet—use with 
new Cushion Pad only, or Molded 
Rubber Pad with Sponge Rubber Pad.. 2.70 


No. 22174 7” Sponge-rubber Pad... 1.40 
RUBBING PADS 


For rubbing down orange peel in lacquer finishes, etc. 
flexible pad of Polisher. 


No. 20619 7” Pile Fabric Rubbing Pad 
No. 21207 914” Pile Fabric Rubbing Pad.. 
No. 10661 Felt Rubbing Pad for 7” Polisher or 7” Sander... 
No. 10709 Felt Rubbing Pad for 9” Sander 


CUSHION PAD 


Combines molded hard rubber back- 
ing and sponge rubber cushioning into 
a complete flexible pad for use with 
Lambswool Bonnets. Serrations in 
the sponge rubber give extra flexi- 
bility for getting into tight corners to 
a complete polishing job. This pad 
is the result of numerous ‘‘on-the-job”’ 
tests and will aid materially in giving 
the best possible results with Vitri- 
Glaze, polish or wax. The CUSHION 
PAD threads directly on the Polisher 
spindle in about 5 seconds. 


No. 33982 CUSHION PAD with 33257 Clamp Washer.........0.00.0............. $7.00 
VITRI-GLAZE 


A special car-body cleaning and buffing compound, 
chemically and mechanically correct for use with, ~ ‘ 
Polishers. Cleans, burnishes and seals the surfaceinone §_., , yee 
quick, easy operation, leaving a hard, glazed surface Cee Die Lys, : 

with pores sealed against oxidation and corrosion. Use ‘annua jay ee 
Heavy-Duty Vitri-Glaze for cars heavily coated with VITRE ‘ 


Attaches direct to 


road scum, or with pigment deterioration. Standard 
Duty Vitri-Glaze gives best results on new cars or car 
surfaces in relatively good condition. 


No. 33363 Heavy-Duty Vitri-Glaze per gal. $2.75 
Case of six 1-gallon cans.. per gal. 2.45 
No. 33364 Standard Duty Vitri-Glaze....per gal. 2.75 
Case of six 1-gallon cans..................00. per gal. 2.45 


POWER WAX 


Power Wax used with the Polisher produces, a hard, brilliant, waxed finish 

Ideal for new or newly lacquered cars or to give an extra protective coating to 

cars cleaned with Vitri-Glaze. 

No. 31463 1-quart can of Power-Wax 
Case of six 1-quart containers 


«per qt. $1.50 
per qt. 1.25 


POWER RUBBING COMPOUND 


Applied with Polisher equipped With pile fabric pad, will quickly remove 

“orange peel’ and spray pits from newly lacquered surfaces, giving a smoother, 

more uniform surface. 

No. 31459 1-gal. container Power Rubbing Compound... 
Case of six 1-gallon containers 


..per gal. $2.25 
..per gal. 1.95 


ROTARY PLANER HEADS 


Perform many wood surfacing and shaping operations 
formerly done with jack-plane and adz. Two types of 
planer head are supplied; one with rounded surface for 
deep gouging, the other with flat face for surfacing and 
semi-finishing. These heads are interchangeable on the 
spindle of the 7” Heavy-Duty or 9” Heavy Duty 
Sander. For smoothing and fitting joints in concrete 
forms; surfacing boat hulls and decks, piers, floors, etc.; 
beveling and shaping beams and timbers, etc. 


No. 14734 5” Gouging Planer Head, complete 


With bladeas..cccsistietisiecncesinorssitlooncapcics 14.50 
No. 14735 5” Surfacing Planer Head, complete 

with blades .. 14.50 
No. 14733 Replacement Blade, Set of 3... 2.10 


ELECTRIC DIE GRINDERS 


For die shops, stamping plants, tool rooms; compact, ‘powerful, rugged; equipped 
with }4” single purpose chuck adaptable to variety of shaped wheels and burrs. 


NEW No. 8 DIE GRINDER 


Many years of engineering development are behind this completely 
new tool, which includes every necessary feature to contribute to pre- 
cision, portable grinding. These important, new advantages include: 
(1) A new, powerful Black & Decker motor; the smallest in any 
B&D tool. This permits a net weight of only 2)% lbs. and a main 
housing diameter of only 214”, for convenient and accurate handling. - 
(2) A high no-load speed of 30,000 R.P.M. 

(3) Latest-design collet chuck takes mounted points and stones with 
4%" shanks. 

(4) Extended spindle housing penis gripping the tool close to the 
grinding stone for delicate and careful grinding.- 


Maximum Wheel Diameter... 


Wialght,.......:-..s:esraece Net 2% lbs.; 
NR SRCMED NNN NR rca oa oer cd irene tat css desaevavscesdscvwadvocpcstsesouceorsdnes 3 


Standard Voltages—115 or 220. Special Order 125 or 240. 
Catalog No. 577 (specify voltage) 


EXD CONRAN wick cacretss nce Scex vance eeickon pach tvkonsbvancsaaccoresnecesnededes $85.00 
No. 21955 Split Sleeve for reducing collet opening to 14”... 


Shipping... 


Maximum Wheel Size*, 3” x 14” x %”; No-load Speed, 16,000 R.P.M. 
Net weight, 7 lbs.; overall length, 1734”; shipping weight 1114 lbs. 
Price, with extended end handle—(Cat. No. 499), specify voltage........ $67.00 


*No wheels are supplied as standard equipment with Die Grinders. Wheel 
Guards, Wheel Arbors and maximum size Grinding Wheels can be furnished 
at extra cost. 


3” PORTABLE 
GRINDER 


Wheel Size, 3” x 14” x 3%”; No-load speed, 16,000 R.P.M. 
Net weight, 8 lbs.; overall length, 1634”. 

Price, complete, specify voltage—(Cat. No. 395)............. 
Standard Voltage (above units); 115 or 220. On special order 125 or 240 volts. 


REPLACEMENT AND EXTRA EQUIPMENT FOR 3” 
DIE GRINDER AND 3” PORTABLE GRINDER 


No. 24317 3” High Speed Bonded Grinding Wheel 
No. 31457 3” Wheel Guard Assembly, complete...... 
IN i SURG MMIII RE ois ounces cc ccna sccaonasdevonsbapyieevnscscvocvens 
No. 24187 4" S. A. Chuck with 14” Reducing Sleeve. 
No. 21955 14” Reducing Sleeve only for No. 24187 Chuck 


HEAVY-DUTY PORTABLE GRINDERS 


Complete line with most advanced features. Splined gear mountings, steel 
inserts for bearings, welded steel wheel guards; dust-sealed commutators and 
switches; ball-bearings set at spindle ends absorb side thrust; shaped grips 
and switch handles improve control. 

Standard Voltage—115 or 220. On special order 125 or 240 volts. 


5” PORTABLE 
GRINDER 


Wheel Size, 5” x 34” x 14”; No-load Speed, 4500 R.P.M. 
Net weight, 1514 |bs.; overall length, 2314”; shipping weight, 21 lbs. 


Price, complete, specify voltage—(Cat. No. 60).......... ROO 


bd oN 
vines 6” PORTABLE 


GRINDER 


Wheel Size, 6” x 1” x 5g”; No-load Speed, 3800 R.P.M. 
Net weight, 20 lbs.; overall length, 25”; shipping weight, 26 lbs. 


Price, complete, specify voltage—(Cat. No. 61)......cscsscessseesseeesnseese+.100.00 


“ELECTRIC TOOL 
HEADQUARTERS” 


BENCH GRINDERS 


Equipped with ball bearings, protected from dust 
and set to minimize spindle vibration; tool rests 
adjustable for wheel wear; strong wheel guards, 
completely enclosed; wide sturdy base with rubber 
feet; adjustable spark shields on 8” and 10” 
Grinders. Motors are not universal; supplied only 
for voltages and currents listed under each. unit. 
Spindle no-load speeds are: 25 cycle, 1500 R.P.M.; 
50 cycle, 3000 R.P.M.; 60 cycle, 3600 R.P.M.; 
(except 10” unit, which is 50 cycle, 1500 R.P.M.; 
60 cycle, 1800 R.P.M.). 

No. 30700 Pedestal for 6” and 8” Grinders....$31.00 
No. 30835 Pedestal for 10” Grinder................ 40.00 


NEW 6” HEAVY-DUTY BENCH GRINDER 


Standard Equipment—2_ grinding 
wheels; 1 medium, 1 fine. 


Motor Rating, 14 H.P. for 50/60 cycle. 


Ball-Bearing equipped. 
Wheel size, 6” x 34” x 14”. 
Net weight, 27 lbs. 

Shipping weight, 30 lbs. 


Voltages... ne 115 or 220 
ay 1 

Cycle: 60 (3600 R.P.M.), 50 (3000 R.P.M.) or 25 (1500 R.P.M.) 

Not available for Direct Current. 

Price, complete, specify voltage and cycle.................c.ccccccccesescsesseeseseeveeeee $59.50 


8” HEAVY DUTY BALL BEARING BENCH GRINDER 


Wheel size, 8” x 7%” x 54”. Shipping, 75 lbs. 

Motor Rating, 34 H.P. 

Standard Equipment—2 Grinding Wheels; 1 med., 1 fine. 

Motor not universal. Not available for direct current. Supplied in standard 
voltages and currents as follows: 


Net weight, 71 lbs. 


Voltage..... 115 or 220 220 or 440 
Phase. 1 3 

Cycle.. Sani serene ie 50-60 50-60 
Price, specify voltage, phase and cycle...... nay carngss op Sop euTa Reh NNT aba MATE $105.00 


10” BALL-BEARING BENCH GRINDER 


Wheel Size, 10” x 1” x %”. 
Net Weight 110, Shipping75 Ibs. 


Motor Rating, 1 H.P., (34 H.P. 
for 25 cycle). 


Standard Equipment—2 Grind- 
ing Wheels, 1 med.; 1 coarse. 


‘Motor, not Universal. Not 
available for direct current. 


Supplied in standard voltages and current as follows: 


Voltage.. 115, 220 220, 440. 
Phase.. 1 3 

Cycle... 25, 50-60 50-60 

Price, specify voltage, phase and cycle...........c.ccccseccssesessesessevesesesesssesenseees $148.00 


ILLUMINATED EYE SHIELDS 
Cat. No. 30050 An assembly of a pair of 115 volt Shields, to be con- 
nected to and operated by the 115 volt Bench Grinder switch.. $21.00 
Cat. No. 30142 An assembly of a pair of 115 volt Shields, with cord, 
plug and switch, operated independently of the Bench Grinder switch..$22.00 
Cat. No. 30144 An assembly of a single 115 volt Shield, with cord, 
plug and switch, operated independently of the Bench Grinder switch..$11.50 


NON-ILLUMINATED EYE SHIELDS 


No. 34575 One 314” x 514” Eye Shield complete with glass, bracket 
CUE cos |x See eee ee ree ee Ne ne ren Sree Men ye eee: $3.00 
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WHIRLWIND WIRE WHEEL BRUSHES 


WHIRLWIND wire 
wheel brushes give you 
more brush for your 
money. More wire per 
section—closely pack- 
ed—securely anchored 
—for a life on heavy 
duty work. More qual- 
ity—highest grades of 
wire—carefully selected 
and tested. More va- 
riety of sizes and types 
—one-, two- or three- 
sections—three wire 
sizes—six diameters— 
interchangeable arbor 
hole adaptors—fit any 
arbor or spindle. 


-014” WIRE DIAMETER SIZE 


BrusH | No. oF 


1 54” 

2 KR" 

3 id 

1 34° 

2 1? 

3 134” 

1 47 

2 2°65 

3 3.40 
1.95 
3.05 
4.15 


Evad 


7a 
114 


mm CON 


-0118” WIRE DIAMETER SIZE 


1 1g” 54” 27000 $1.10 
4” 2 14” 1%" Ad 27001 1.35 
3 if 114” 27002 1.80 

i ie” a4" 27003 1.30 

6” 2 114” 1” yer 27004 1.90 
3 1” 134” 27005 2.55 

1 yd Ky” 27009 1.95 

8” 2 114” 134” 34” 27010 3.05 
3 2% 14" 27011 4.10 

10” 4 15x” 1%” ad 27012 6.85 
bb 4 1%” 234" 1%” cap 27013 8.00 
1 23208 $1.60 

2 23209 2.25 

3 23210 3.15 

1 23211 2.30 

2 23212 4.00 

3 23213 5.65 

I 23217 3.05 

2 23218 5.00 

3 23219 7.10 


*Price includes one set of Arbor Hole Adaptors. The size Adaptor normally 
furnished is indicated above, but any other size from 34” to 134” can be sub- 
stituted, if specified in ordering. 


GRINDING WHEELS 


6” Standard (A) 


Bench Grinders 18125 | 2.60 | A36RV 
6” H.D. Bench Grinder A386 RV 
(H, K, L and M) A60 N V 


A36 K6V 
A60 L6V 


8” Bench Grinder 
(Type F and G) 


10” Bench Grinder A46 N6V 
(Type B, C and D) A24 Q6V 
Portable Grinders A386 TB 
& Die Grinders A30SB 


A36 TB 


4” Portable Grinder 
5” Portable Grinder 
6” Portable Grinder 
7” Special Sander 


7” Standard Sander 24050 Al6QB 
7” H.D. Sander 23444 7.50 Al6 QB 
9” H.D. Sander 18039 | 10.00 Al6QB 


*Based on Grinding Wheel Mfgrs. Assoc. Nomenclature. 
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No. 95 VACKAR 
Electric Vacuum Cleaner 


A super-powered cleaner for both auto- 
motive and industrial use. With both 
inlet and outlet hose connections, it can 
be used as a vacuum cleaner or a blower. 
The No. 95 Vackar makes an ideal all- 
purpose cleaner for heavy-duty service 
in garages, super-service stations, and 
wash-racks. 


Its dual service as cleaner and blower 
also adapts it to all types of industrial 
cleaning. It is self-contained, rolls 
easily over rough floors on ball-bearing 
swivel casters and its 15-foot flexible 
hose easily reaches out-of-the-way cor- 
ners. 


Dimensions: Height, 28”; Diameter of top, 1614”; Diameter of Base, 1834”. 
Sealed vacuum pull, 65”; Vacuum with 1” orifice, 18”. 

Net weight, 52 lbs.; Shipping weight, 67 Ibs. 

Price, complete, specify voltage—(Cat. No. 95). .......ccccssccesssssnseseeseeseeeee 1 16.00 


Available for 115 or 220 volts. On special order 125 or 240 volts. 
Universal Motor. 


No. 95 VACKAR REPLACEMENT ATTACHMENTS 
No. 33058 15-foot Flexible Hose, Extra Flexible. $17.50 


No. 23891 Wide Upholstery Nozzle. 3.15 
No. 23903 Flat Tube Nozzle.......... -53 
No. 18186 614” Upholstery Brush 1°25 


INDUSTRIAL ATTACHMENTS FOR VACKAR 


To expand the use of the Vackar to industrial cleaning, a special group of 
attachments is listed below. The various nozzles fit the long rigid operator’s 
handle, which is in two parts. This handle requires the Coupling Adaptor 
to fit the hose of the No. 95 Vackar. 


No. 23902 15-foot Flexible Hose, Semi-Rigid.. 
No. 24834 Operator’s Handle—Straight Sectio 
No. 24835 Operator’s Handle—Curved Section (B)... 
No. 24836 Coupling Adaptor for No. 95 Vackar (C). 
No. 24833 14” Floor Nozzle** (D)...... 
No. 26083 10” Floor Brush Tool** (E).. 
No. 26600 Replacement Nozzle for No. 
No. 26518 Replacement Brush for No. 26083.... 
No. 25913 Extension Coupling (Joins 2 Hose Sections). 
tPrice includes Set of No. 26087 and Set of No. 26088. 
*Use with Adaptor No. 24836 for No. 95 Vackar. 
**Fit on end of Operator’s Handle—Nos. 24834-24835. 


GLUE POTS 


Especially designed for continuous use where main- 
tenance of constant working temperature is import- 
ant. Thermostatic control brings the temperature 
of the glue up to 150° Fahrenheit rapidly, and 
maintains it at that temperature without variation 
of more than 5°. Nichrome heating element her- 
metically sealed and protected against moisture and 
foreign substance. Ideal for use with book binder- 
ies, printing plants, furniture and cabinet factories, 
toy factories, piano factories, ete. Capacity of 
glue container—2 quarts. For 115 or 220 volts. 


oe | 


P cmalitietamas = 


Weights: Net. ccicscsncinscetates 144 Ibs. Shipping... 3 ..16 Ibs. 
Price, complete. specify Alternating Current wéttnige=tCuiks No. 89)... ~- $27.50 
Price, complete, specify Direct Current voltage—(Cat. No. 487).. . 29.50 
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PORTABLE ELECTRIC HAMMERS 


————— 


Completely self-contained units operated by universal 
motors. Greatly speed up any drilling or cutting 
operations requiring a hammer action. For drilling 
and channeling in concrete, stone or brick. Removing 
form marks from concrete surfaces. Caulking joints 
and seams in tanks, pipe lines, ete. Removing scale 
in boilers, tanks, etc. 
Standard Voltage—115 or 220. 
On special order 125 or 240 volts. 


4” PORTABLE ELECTRIC HAMMER 


Efficient operating range 
Number of blows per minute.. 
Weight: Net... 

Overall length... 
Price, complete, specify voltage—(Cat. No. 102).. 


¥%," PORTABLE ELECTRIC HAMMER 


Efficient operating range.......... YY," to %"' diameter hole 
Number of blows per minute.. 
Weight: Net 
Overall length.... 


14" to ¥4"' diameter hole 


Price, complete, specify voltage—(Cat. No. 108).. 


PORTABLE ELECTRIC HAMMER 


¥%4" to 1144" diameter hole 


144” 
Efficient operating Tange 
Number of blows per minute.. 
Weight: Net... 
Overall length... 
Price, complete, ‘specify voltage—(Cat. No. 104).. 


Improved 2” PORTABLE ELECTRIC HAMMER (Type D) 


.1Y%" to 2 diameter hole 
1950 


Efficient operating range 
Number of blows per minute.. 
Weight: Net 
Overall length... 


Price, complete, ‘specify voltage—(Cat. No. 105).. 
CHUCK WRENCHES and TURNING HANDLES 


~ Item 
22587 | Chuck Wrench 
23806 | Chuck Wrench 
22749 | Chuck Wrench 
22754 | Chuck Wrench 
22510 | Chuck Head 
33747 | Chuck Head 
21726 | Turning Handle 
33745 | Turning Handle 


HAMMER TOOL SHANKS 


SHANK No. 1—Fits 4” and %” Hammers 
—is free to rotate in nose piece. 


SHANK No. 2—Fits 114” and 2” (Type C) 
Hammers—is free to rotate in nose piece. 


SHANK No. 3—Fits 114” and 2” (Type C) 
Hammers—will not rotate in nose piece. 


SHANK No. 4—Fits 2” (Type D) Hammer 
—is free to rotate in nose piece. 


SHANK No. 5—Fits 2” (Type D) Hammer 
—will not rotate in nose piece. 


TAPER A—Fits Chuck Wrenches Nos. 
22587, 22749 which are used with 14”, 3” 
and 1144” Hammers. 


TAPER B—Fits Chuck Wrenches Nos. 
23806, 22754; and Chuck Heads Nos. 22510 
and 33747 which are used with Turning 
Handles. For 34”, 114” and all 2” Hammers. 


Carrying Cases 


SHANK No. 1 


— el 


SHANK No. 2 


SHANK No. 3 


SHANK No. 4 


SHANK No. 5 


MNES ATT TIT I I E 


TAPER A 


TAPER B 
Hammer Lubricating Oil 


22926 4 oz. Can... ® 635 18296 for 44” Hammer 
22930 1 Pound Cor -70 18389 for 344” Hammer 
22931 2 Pound Container. 1.35 21003 for 14%” Hamme 
32906 5 Pound Container........ 3.00 18679 for 2” Hammer.. 
DRIFT KEY 
Used to remove taper-shank bits from socket of Chuck Wrench. 
Cat. No. 7276, for all Chuck Wrenches................ccccssssscsssssscesesecernsseseeneersees 3 .50 


TOOL RETAINING SPRINGS 


To hold straight-shank tools in nose piece of Hammer. 
Cat. No. 10909, for 44” and 34” Hammers.. 
Cat. No. 21750, for 144” Hammer 


DUST SHIELDS 


Used in over-head drilling to prevent dust from entering nose piece of Hammer. 
Cat. No. 17746, for Chuck Wrenches Nos. 22587, 23806 and 22510 
Cat. No. 17747, for Chuck Wrenches Nos. 22749 "and 22754........... 


For 4" to %” Holes (Taper “A” Shank). 
Also may be used with 1% 


A 


peiceyeegs TOOLS 
e & 6 F 


Hy 


STAR DRILLS (X and Y) 


Use with 14” or 3%” Hammers. 
Hammer and Chuck Wrench No. 22749 with risk 


G 


Y 


of excessive bit breakage. 


Cat. | Point ey Ge: Price Cat. | Point be ae ay. Price 
No. | Diam Lgth.-|box Each No. een [tate Bex Each 
4 J. ae 
7167 yy" 5” 6 $0.85 7162 54" 9* 6 $1.00 
7168 54” 5” 6 -90 9372 54” | 18” 1 1.75 
7160 %” 5” 6 -90 TI71 | M6" a” 6 1,20 
7169 1” 5” 6 95 7163 34” 9” 6 1.25 
7161 %” 07. 6 -95 9380 34” 18” 1 1.90 
9364 44” | 18” 1 1.55 9382 34” | 24” 1 2.40 
7170 Ye" s* 6 1.00 
a 4 
For '1%" to 114” Holes (Taper “B” Shank). Use with 144” Hammer. Also 
p 


may be used with 34” Hammer and Wrench 23806; 2” (C) Hammer and Chuck 


Head 22510; 2” 


(D) Hammer and Chuck Head 33747. 


24673 | 114” he 6 $1.20 9390 4%” | 24” 1 $2.65 
23081 4” 9” 6 1,25 7173 1346” 9” 6 1.45 
23082 ” tala Vs El 1 1.95 7096 | 1” S* 6 1,45 
23083 34” | 24” 1 2.40 9396 | 1” 18” 7 2.10 
T7172 | 134” 9” 6 1.25 9398 | 1” 24” 1 2.65 
7097 %” 9° 6 1.25 |} 10751 | 14%” | 12” 6 1.85 
9388 %” | 18” i 1 2.10 || 10981 | 14%” | 24” 1 3.00 
For 114” to 2” Holes (No. 4 Shank). Use with 2” (Type D) Hammer only 
—— 
33757 | 114” | 18” 1 $4.20 || 33762 | 144” | 30” 1 $6.00 
33758 | 1144” 30” 1 5.10 || 33763 | 134” 18” 1 5.70 
33759 | 134” 18” 1 4.75 || 33764 | 134” | 30” i 6.60 
33760 | 134” | 30” 1 5.60 || 33765 | 2” 18” il 6.50 
33761 | 144” | 18” 1 5.10 || 33766 | 2” 30” 1 7.20 
i —— L 
For 144” to 2” Holes (No. 2 Shank). For use with former, 2” (Type C) 
Hammer. Also may be used with 144” Hammer and Turning Handle 21726 
although bits are beyond efficiency range of 1144” Hammer. 
21942 | 11%” | 18” 1 $3.10 || 21947 | 114” | 30” 1 $5.00 
21943 | 144” | 30” Zz 3.95 || 21948 | 134” | 18” 1 4.35 
21944 | 134” 18” 1 3.50 || 21949 | 134” | 30” 1 5.60 
21945 | 13%” 30” if 4.65 || 21950 | 2” 18” 1 5.00 
21946 | 144” | 18” 1 3.80 || 21951 | 2” 30” 1 6.30 
Bes 


COLD CHISELS (E) 
Cat. No. 


11108 
7095 
9405 

34857 

33659 


FLAT WOOD CHISEL (F) 


SCALING CHISELS (D) 


Size Price Cat. No. Size Price 
qo x) 8¢* $1.65 12446 134" x 9"* $2.35 
"x 9"t 1.90 17314 146% ix: 9*™ 2.50 
He" x 20’t 3.30 17315 SE i Sifu 2.60 
14" 2 4aeee 2.60 12401 1144” x 12”¢ 2.95 
4” = 20"** 3.50 22886 of x 127% 3.30 
22887 244” x 12”F 4.65 

34858 234" x 12"** 5.60 


*14” or 4%” Hammer. 


Cat. No. Size Price +114" or 2” (Type C) Hammer. 
9039 2” x9"t $4.95 **2” Hammer (Type D) 
MISCELLANEOUS HAMMER TOOLS 
11107 10” Tool Bank (J) 44” or 34” Hammer. 
7267 12” Tool Bank (J) 114” or 2” Hammer (Type C) 
33666 12” Tool Bank (J) 2” Hammer (Type D). 
17232 9% Seam Tool (H) 14” ag 34” Hammer... 
9035 9” Seam Tool (H) 114” or 2” Hammer (Type C).. 
23804 10” Bull Point (A) 44” or 34” Hammer. 
23805 18” Bull Point (A) 14” or 34” Hammer. 
9036 12”. Bull Point (A) 114” or 2” Hammer (Type C)... 
9410 20” Bull Point (A) 1D” or 2” Hammer (Type C). 
33662 12% Bull Point (A) 2” Hammer (Type D) 
33663 20” Bull Point (A) 2” Hammer (Type D) 
11624 8” Bushing Tool (G) 44” or 34” Hammer.. ‘ 
9040 9” Bushing Tool (G) 114” or 2” Hammer (Type C)...... 6.85 
10684 Bushing Tool Head Only . 
17335 kee 4-Point Scaling Tool (C) 14” or 34” Hammer . 2.50 
32112 1114” x 114” Concrete Slotting Tool (B) 14” or 34” Hammer........ 3.95 
32113. 18” x 114” Concrete Slotting Tool (B) 1%” or 2” Hammer (C) 4.75 
33670 18” Concrete Slotting Tool (B) 2” Hammer (Type D)...... 4.00 


A complete valve recon- 
ditioning ‘‘shop’’ on 
wheels. Smart display of 
precision equipment helps 
sell reconditioning jobs; 
sturdy metal cabinet 
carries all tools necessary 


job right at the car. 
Roomy cabinet top holds 
Deluxe Super-Service 
Refacer; large drawer 
has definite space for 
each item of Vibro-Cen- 
tric equipment, including 
Dressing Stand, Pilots, 
Stones and Sleeves, plus 
carbon cleaning brushes, 
valve guide cleaners and 
room for other hand tools; 
lower storage section for 
Vibro-Centric Driver and 
other items such as 
gaskets, drills, etc. 

Cabinet Dimensions: 
Height, 35”; width, 35”; 

depth, 20”. 


HEAVY-DUTY ELECTRIC VALVE SHOP 


1 Valve Shop Cabinet. 

1 No. 550 Deluxe Super-Service Refacer 

1. Leatherette Refacer Cover. 

1 Heavy-Duty Driving Unit (55°). 

3 Valve Guide Cleaners: 21441 (5¢”); 21445 (34); 21449 (16). 
2 Carbon Cleaning Brushes: 21416 (Heavy-Duty); 21417 
(Side Flare). 

1 Standard Stone Dressing Stand—No. 20153. 

2 Standard Stone Sleeves—No. 22100. 

5 Self-Centering Pilots } 

2 Hard-Seat Stones 

7 Soft-Seat Stones 

1 Finishing Stone 


Standard Voltages—115 or 220. On special order 125 or 240 volts. 
Price, Complete as above (specify voltage) 
(Shipping Wt. 293 Ibs.) ; F 
Catalog No. 552 Heavy-Duty Valve Shop.................. $574.00 


As itemized in Heavy-Duty 
Universal Vibro-Centric Kit. 


Also available for those shops not requiring The Deluxe Refacer with provisions 
for Valve Stem, Tappet and Rocker Arm grinding operations— 
Catalog No. 464 Heavy-Duty Valve Shop with No. 282 Refacer.........$539.00 


HEAVY-DUTY DELUXE ELECTRIC VALVE SHOP 


1 Valve Shop Cabinet. 

1 No. 550 Deluxe Super-Service Refacer 

3 Valve Guide Cleaners: 21441 (5¢”); 21445 (34”); 21449 (14%”). 
2 Carbon Cleaning Brushes: 21416 (Heavy-Duty); 21417 
(Side Flare). 

Contents of Heavy-Duty Deluxe Universal Vibro-Centric Kit; 
including Heavy-Duty Driving Unit, Heavy-Duty Dressing 
Stand, 2 Ball Bearing Stone Sleeves, 8 Self-Centering Pilots, 
14 Stones, Pilot Turning Wrench. 


Standard Voltages—115 or 220. On special order 125 or 240 volts. 


Price, Complete as above (specify voltage) 
(Shipping Wt. 308 lbs.) 
Catalog No. 554 Heavy-Duty Deluxe Valve Shop..$647.00 


Also available for those shops not requiring the Deluxe Refacer with provisions 
for Valve Stem, Tappet and Rocker Arm grinding operations. 
Catalog No. 340 Heavy-Duty Deluze Valve Shop with No. 282 Refacer..$612.00 


Price, Valve Shop Cabinet only (Cat. No. 31363)................:::cccseceeeeee $ 90.00 


for complete, accurate | 


- Weight: 


“ELECTRIC TOOL 
HEADQUARTERS” 


DELUXE SUPER-SERVICE VALVE REFACER 


With recent improvements this DELUXE, precision-built 
machine offers ACCURACY, SPEED and OPERATING 
SMOOTHNESS that is better than ever. It grinds perfect 
finishes on valve faces like ‘‘clockwork’’. 


Two Black & Decker “universal’’ motors independently drive 
the collet and wheel spindles for abundant, smooth power. 
Coolant pump is mounted on the wheel-head motor with one 
valve directing the coolant to either wheel. 


Examine the many other exclusive features listed below and let 
this “buy” in quality equipment increase your business and’ pay 
for itself out of savings. ; 


FEATURES 


%" to 114” Valve Stem Capacity. One valve to feed coolant to either 
0° to 90° Valve Angle Adjustment— wheel. 
traverse grind at any angle. 1-gallon coolant tank. 
Up to 4” Valve Head Capacity. 4:point bearing suspension on both 
Hypoid gears for smoothest finish. work and wheel tables. 
et grinding at both valve and Bearing adjustment on feed screws 
attachment wheels. with automatic end play take-up. 
Universal wheel dresser. Quick clamping collet. 


SPECIFICATIONS 

Equipped with 2 Collets, (1) 94” to %” (2) 14” to 11%@”. 
Valve Head Capacity... a Angle Adjustment... .0° to 90°. 
Shipping ....135 Ibs. 
Standard Equipment—2 “‘universal’”’ motors (hypoid gear drive on work head, 
pulley and V-belt on wheel head), 1-gal. coolant tank, universal wheel dresser 
with diamond, 5” Grinding wheel, 4” grinding wheel, attachment, for grinding 
valve stems, tappets or rocker arms, coolant regulating valve with tubes, 
Allen wrench, grinding wheel coolant, hypoid oil, and leatherette cover. 

Standard Voltage—115 or 220. On special order 125 or 240 volts. 


Catalog No. 550 114” Deluxe Super-Service Valve Refacer............ $360.00 


Micrometer Valve Stem_and Rocker Arm Grinding Attachment, standard 
equipment with No. 550 Refacer, is detailed at top of next page. 


For.those shops which do mot require a complete machine for all valve grinding 
operations, a Super Service Refacer is available without the Valve Stem, Tappet 
and Rocker Arm Grinding equipment. 

Net Weight 92 lbs; Shipping 118 Ibs. 


Catalog No. 282 114” Super Service Refacer........cccccscsse:ssesesescsssessoveaeere $325.00 


HUDSON TAPPET GRINDING ATTACHMENT 
Used with No. 34818 Micrometer Valve Stem and Rocker Arm Grinding 
Attachment. Assembles to rocker arm set-up in place of cone clamp. 


No. 34219 Hudson Tappet Grinding Attachment... 
REFACER REPLACEMENT and ACCESSORY EQUIP! 


No. 20939 4” Recessed Wheel for Valve Stem, Tappet and Rocker Arm 
© MPP EENERNTER ac cb55 008 sh ccds 20h ecen des vnGuindtates nc PoWsiguspussanauel qdVavedReesST cETWIWNE caMdT ATU TOT $2 


No. 18325 Standard Collet (%%”—%@” capacity) 
No. 15200 Standard Collet (14” to 11%” capacity). is 
No. 26060 Special Collet for short valve stems (14” to 7%” capacity)...... 9.00 
No. 17745 Special Collet for short valve stems (144”—!'%” capacity)...... 11.00 
No. 32742 Cutter-type Wheel Dresser—for Valve Stem Grinding as 

No. 5574 Diamond and Nib for Wheel Dresser..................0.000:0000 
No. 20380 9-oz. Can Grinding Wheel Coolant.. 
No. 22946 Pint Can Grinding Wheel Coolant.. 
No. 22947 Quart Can Grinding Wheel Coolant... 
No. 22173 Adjustable, ‘‘goose-neck”’ lamp with Socket, Switch, etc 
No. 34976 Hypoid Oil, 9 oz. can. 
No. 34253 Grinding Oil—1 gal... 
No. 11462 Pin Wrench for tightening Refacer Workhead. 
No. 34131 Standard 5” Wheel for refacing valves 
No. 34135 V-Belt for Wheel Motor...... 
No. 34395 Leatherette Refacer Cover.. 
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- NEW MICROMETER VALVE STEM AND ROCKER ARM GRINDING ATTACHMENT 
(Standard Equipment with Nos. 552 and 554 Valve Shops and No. 550 Refacer) 


to varying head sizes, stem lengths. 


This New Attachment assembles to the end of the wheelhead spindle and permits: 
(1) grinding valve stems to obtain exact tappet clearance on Ford type valves, 
(2) squares all other valve stems, (3) grinds and trues tappets, (4) grinds and 
restores correct radius to automotive rocker arms. 


The complete attachment consists of: 


(1) A micrometer feed, calibrated in thousandths, mounted on a machined bar. 
(2) A 4” special recessed wheel, trued across the flat face. 

(3) A “universal” "V-block and QUICK-CLAMP, with adjustable V-stop, adapted 
The QUICK-CLAMP also holds tappets for 
grinding and truing, and holds the diamond point* for dressing the wheel. 

(4) A ‘universal’ depth gage with correct sizes of valve hea 
for all Ford V-8, six-and four-cylinder engines. 

(5) A U-shaped adjustable stop permits grinding tappets to same length. A double 
cone clamp, adjustable to rocker arm bore, mounted on adjustable arm. 


Catalog No. 34818, Complete Attachment.........0000.0..0cccccccccces 
“Use diamond point supplied with Refacer. 


and port bushings 


ahtanianin SOLO 


ENTRIC” 


MEG U_SPAT.OPK 


METHOD 
KITS 


For the convenience of 
Vibro-Centric users, 
Vibro-Centric Valve 
Seat Grinders and ac- 
cessories are arranged in 
several complete Kit 
assortments, each pack- 
ed in a sturdy attractive 
kit box. 


ee ViBR o- 


‘ 


+x 
HEAVY-DUTY 


UNIVERSAL KIT 


No. 456 HEAVY-DUTY BASIC KIT 


Contains basic items on which to build complete equipment for general valve 

reconditioning work. Includes: 1 Heavy-Duty Vibro-Centric Driver, 

1 Btanderd Stone Dressing Stand, 2 Standard Stone Sleeves and 1 Universal 
it Box. 


Price, complete, specify voltage—(Cat. No. 456) ........0.cc.c.cccccccseevevesene $103.00 


No, 447 HEAVY-DUTY UNIVERSAL KIT 


Includes: 1 Heavy-Duty Vibro-Centric Driver; 1 Standard Dressing Stand; 
2 Standard Stone Sleeves; 5 Self-Centering Pilots (popular sizes); 10 Vibro- 
Centric Grinding Stones (popular sizes); 1 Universal Kit Box. 


Price, complete, specify voltage—(Cat. No. 447)........ccccsssssssessesseesseeese.140.00 


No. 408 HEAVY-DUTY DELUXE BASIC KIT 


Enables the “production” shop to assemble the equipment needed for high- 
speed valve seat grinding on large and special engines. 
Kit includes: 1 Heavy-Duty 55° Angle Vibro-Centric Driver; 1 Heavy-Duty 
Dressing Stand; 2 Standard Stone Sleeves; 1 Heavy-Duty Kit Box. 
Price complete, specify voltage—(Cat. No. 408).....cccc:::sssessseseenneevenes $154.00 


No. 545 HEAVY-DUTY UNIVERSAL KIT 


‘Last word” in valve seat equipment, for large-volume shops and on larger 
truck, tractor and Diesel engines. Larger kit box, more capacity; Heavy-Duty 
equipment throughout for a wider range of sizes. 
Includes: 1 Heavy-Duty 55° Angle Vibro-Centric Driver; 1 Heavy-Duty 
Stone Dressing Stand; 2 Ball Bearing Stone Sleeves; 1 Heavy-Duty Kit Box; 
1 Pilot Turning Wrench; 8 Self-Centering Pilots (up to 7%”); 14 Vibro-Centric 
Grinding Stones. 

Price, complete, specify voltage—(Cat. No. 545)........ccccccccee ce eeseeeeneee $217.00 


HEAVY-DUTY STONE DRESSING STAND 


A precision-built, Dressing Stand for large volume shops. Used with both 
Automotive and Aircraft Stone Sleeves. Equipped with Timken bearirfg and 
micrometer feed diamond. Adjustable for all sizes to 6”, angles to 90°. 


Catalog No. 31672 Heavy-Duty Dressing Stand........ccccccccccccecseeseeeeeeseeeee $54.00 


STANDARD STONE DRESSING STAND 


Adjustable bracket for various stone sizes. Angle adjustment, 0° (flat) to 90° 
(vertical). Micrometer feed diamond point on dressing arm. 

Stone Capacity—Up to 334”; Net weight, 1014 Ibs. 

No. 20153 Standard Dressing Stand. ..........:..0:.ccccccssesssessseessessseseseessesssessevee $22.00 


*ViBRO-(CENTRIC” 


VALVE SEAT GRINDERS 


Vibro-Centric Valve Seat 
Grinding restores ‘‘fac- 
tory accuracy” and a mir- 
ror finish to either cast- 
iron or hard steel valve 
seats by a_ high-speed, 
concentric dry grind with 
a positive vibrating action 
permanently built into 
the Driver spindle. 


Heavy-Duty 55° Angle 


HEAVY DUTY 55° 
VIBRO-CENTRIC DRIVER 


“ANGLE” 


The most popular Driver in use today in both large and small volume shops. 
Has ample power for maintaining correct grinding speed with the larger, heavier 
stones often required in tractors, trucks and larger automobile engines. 55° 
Angel Drive improves working clearance where body obstructions interfere. 


Spindle Speed.. ...12,000 R.P.M. 
Weight: Net Shipping. 914 lbs 


Overall Length. a 
Standard Voltages—115 or 
Catalog No. 331 (specify voltage) 

FIGS, COMPRES caret a civasscsasenacenuitsecopae 


No. 6 VIBRO-CENTRIC PRODUCTION DRIVER 


A SUPERLATIVE tool for shops handling valve reconditioning on a continuous 
production basis. Available in two separate models: (1) A 8500 RPM Unit 
for maximum production on valve seats requiring stones up to and including 
4” in diameter. (2) A 6000 RPM Unit to handle the large stones often required 
in Diesel, truck and tractor work. 


Spindle Speed... 
Stone Capacity. 
Net Weight.... 
Overall length... 
Catalog No. 546 (SPECIFY SPEED AND VOLTAGE 
Price complete 
Standard Voltages—115 or 220 (125 or 24 


..8500 R.P.M. or 6000 R.P.M: 
0" toa, .or 4446” to 6” 
Shipping Weight. ...914 Ibs. 


STANDARD STONE SLEEVE 


Fits all Vibro-Centric Stones, except Aircraft type. Bronze bushings. 
Price, complete (No: 22100) irs corgxivisuerentigseerdiviidn winrar antemeanounes $3.85 


SHORT STANDARD STONE SLEEVE 


To give increased clearance in grinding hard-to-reach or obstructed valve seats, 
The Short Standard Stone Sleeve, because of short bushing, must be used with 
Aircraft-type Short Shank Pilots. 


No. 23652 Short Standard Stone Sleeves................cccccc:essesssseseesssesesecesseseaveaee $3.85 


BALL BEARING STONE SLEEVE 


Minimizes wear, preserves accuracy, gives longer service under constant use. 
No. 27200 Ball-Bearing Stone with retainer ball for grooved pilots......$11.00 


No. 19825 Ball-Bearing Stone Sleeve without retainer ball...............0.0..-. 11.00 
VALVE SEAT INDICATOR 

For testing concentricity of valve seats—calibrated to 1/1000 of an inch. 

No. 13723 -Valve Seat: Indieator: =... «.ssvcnn cose ninaneoRe $20.00 


CARBON REMOVING BRUSHES 


Made of tempered steel wire; used with 14” Drill, quickly clean 
carbon from cylinder heads, top of pistons, valve ports, etc., 
leaving a burnished surface. 


No. 21419 Hollow core, flare bottom brush 
No. 21417 Side flare brush for close corner work 
No. 21416 Heavy duty solid wire-filled brush eee 
No. 21418 Small brush for cleaning Valve Guide Ports.... .85 


“ELECTRIC TOOL 
HEADQUARTERS” 


VALVE GUIDE CLEANERS 


(Use with 14” Drill) 


Mini- Maxi- Mini- Maxi- 

Cat. mum mum Cat. mum mum 
No. Size Size Price No. Size Size Price 
21436 yy" to %" $1.20 21453 4” to 54,” $1.60 
21441 54” to 34” 1.20 21456 %” to 334,” 1.75 
22810 lo” to 4” 1.35 21460 va" to 434,” 1.90 
21445 3%" to 214,” 1.35 | 17682 34" to 34” 2.25 
21449 4%” to 214,” 1.45 15125 Ford V-85 2.25 
22375 Ford V-60 2.50 


“GRUV-TOP” AUTOMOTIVE SELF-CENTERING PILOTS 


Self-Centering Pilots provide an accurate, rigid axis for the operation of Vibro-Centric Stones. The 
Pilot has two accurately machined tapers, one at the top which fits into the top of the valve guide, 


SSS 


and one at the bottom, on which a split slee ve expands into the lower end of the guide. The expanding 
feature is important in compensating for worn guides; also eliminates a large stock of “oversize” pilots, 


a Self-Centering Pilots expand from .020” to .030”. 


eT ' Pa 
Nominal Range Catalog gDimensous Sass Sleeve pst Nominal Range Catalog 
Size No. A B plete | No. Sleeve Size No. 
ye” -283”—.254” i: oe A ee eee $0.85 154," 314,” | .464"—.495” | 14430 
yy A 5 
1g" —184" | _.277°—.808" | 15792 184,” | 344” | 6.50] 15145 85 "—114" | .496”—.535” | 14431 
5%” —114," | .808"—.839” | 14425 | 154” | 3” 3.85| 13902 | .85 paid 
nase (4s [a | 88) ae | sees 
97 lg i 4 3902 |. 
foe | or 26908 
gists | ieee | 3%... | ool teen | 38 19894 | 4” | 3124” | 6.50 | 13905 | 85 
19895 | 154” | 4” 6.50| 13902 | :85 22184 | 3367 | 4347 | 6.50 | 13905 | .85 
20970 | 2” | 3%” |10.00| 13902 | 85 17643 | 1447 | 8a" | 10.00 | 13905 | 85 
= 23484 | 114”| 216” | 6.50| 13902 |__.85 25225" | 24 | 40a" | 10.00°| 15905 | _ 85 
nage | Seebratiey | OIE” | PAGe| BAG | $88] 1B [85 | er 1a tater eee["arioe [aver [er [see [aan | a. 
116” — 234," | .339”—.370” 16199° ie. ee 3.85 iases 85 1%"—11%" | .558”—.598” 14433 os : 36) 6.50 13899 1.10 
4421 "| 3% 3.85 J ! i 
24319 | 176”| 414” |10.00/ 13904 | .85 26864 | 334” | 434” | 10.00 | 13899 | 1.10 
24310 | 134” | 21%” | 10.00 | 13904 “85 2 19203 | 414” | 311g” | 10.00 | 13899 | 1.10 
26528 | 2174” | 37% 6.50| 13904 |. ats st ont Soe 
(for counter- Y% -588”—.598 14435 #| % 85% 3.85 | 13899 { 1.10 
3%” bored guides) 21304 | 1174” | 354” 3.85 | 13903 .85 hse 7 > 
.621"—. 1834," | 3374” | 6.50 | 1 1.10 
%"— 44" | B71” — 394" | 14427 | 1119”) 336" | 3.85| 13903 [85 vs Meese 1 Pl pee pened axe Hy 730 toe 110 
734s | 256" | 3:8u" | 6'30| 13903 | “Bs zss7a | 8), | 44, | deat | 1ague | I-10 
lig” | 4156” | 7, 1 85 : 
23981 20g" a5" 6:30 18908 3 14"—184" |.683”—.724” | 15178 |2” | 319g” | 10.00 15046 | 1.65 
i - : 26327 | 2%” | 3274” | 10.00 | 15046 | 1.65 
32061 | 134” | 3234” | 7.50) 13903 85 4 
356,” -391”—.406” |" 25206 | 2” 314” |10.00| 14653 | .85 mr—m4 | 146"— 108" 27110 |7%” | 3%” |12.50 |14149 | 1.65 
136" — 116,” | .402”—.424” | 14428 | 12294” | 354” | 3.85| 13909 | .85 
sane lisge sie inne Ho ae *For Chevrolet. # For Ford Model “A”. t+ For counter-bored guides. 
1G," —14" | 418’— 434” | 16206 | 154” | 3%" | 6.50 | 13909 | .85 
Vie” 194," | .488’—.455" | 14429 | 2%" |8%" | 3.85 | 13901 85 
ee [ees fee Peete | ae 
4 ¥ B 
bese jciee lar” laeae |aeeer-| oe “GRUV-TOP” Plug Type Automotive Pilots 
sort [Si [Sng (1088 tant | 8 Mince Be 
g to” | 6. 3901 85 
rt aihe ri tes rome ae RANGE ] CaTALoG No. | ENGINE | Price Compe 
4 fe : .8458”— .8525” 18248 Ford “60” $3.85 
25221 |114” |3274” |10.00 | 13901 85 es a 
16784 | 182" |3i¢* | 6:50 | 13901 a 1.0278”—1.0330” | 14155 Ford “V-8 | 3.85 
23337 |114” |474” | 6.50 | 13901 85 
Nor 19629: Pilot Turning Wrerteba. cn ....<c.ccscisscceandaescscoassasiescovsesvedesccsecateaneesenied $5.00 


soft steel seats; anot! 


on the end of the stone sleeve. 


VIBRO-CENTRIC AUTOMOTIVE VALVE SEAT GRINDING STONES 


Made especially for pis by the Vibro-Centric Method. Stones are available in three grades—one for grinding cast-iron and 
it st i er for hard steel and stellite inserts; and a third for super-polishing either type of seat after erlonting. The 
finishing stone is only necessary where a high-lustre finish is desired. All stones have threaded steel inserts which screw dir 


ectly 


For Sort STEEL AND CAST IRON For HARD STEEL AND STELLITE For FINISH-GRINDING Paice 
SIZE A ee SIZE RG SRA Bes Pea 
45° Stone 80° Stone | 20° Stone 45° Stone | 30° Stone | 20° Stone 45° Stone | 30° Stone Eacu 

14%” 14216 14197 25676 ; 14217 LC et ee 14” $1.85 
1%” 18541 25671 23666 18540 25670 23667 1%” 1.85 
14” 14084 14198 14092 14056 14219 14107 14” 1.85 
154” 14063 14199 14093 14100 14287 14108 154” 1.85 
134” 14085 14090 14094 14049 14105 14109 13” 1.85 
1134” ED bs Via ates ceiSin pel oacatertae MN orericieas ~ [)aSaceckeastae i. ocesaovanaae 1134” 1.85 
1%” 14086 14268 14095 14101 14288 14110 1%” 1.85 
2° 14064 14091 14096 14102 14106 14111 2” 1.85 
2%” 14087 14278 14097 14103 14289 14112 214" 2.30 
24" 14088 14279 14098 14104 14290 14113 24" 2.30 
23%” 16929 25635 23668 1695) | nhs, 23669 234" 2.30 
214” 14089 14280 14099 14050 14291 14114 244” 2.30 
254” 14285 14281 14274 14239 14292 14270 254” 3.00 
234” 14153 14282 14275 14200 14293 14271 234” 3.00 
27%" 14286 14283 14276 14295 14269 14272 2%" 3.00 
3” 14154 14284 14277 14243 14294 14273 3” 3.00 
314” 21474 DORR Ss FS saicscss BROT). ascseiesg | > scmectin 344" 3.85 


Prices and Specifications of larger diameter stones can be secured on application. 
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“ELECTRIC TOOL 
HEADQUARTERS” 


NO. 6 UNIVERSAL VALVE & TOOL GRINDER 


An unequalled combination of engineering and operating features makes this 
new Heavy-Duty Production Grinder the outstanding leader in valve recon- 
ditioning performance. A wide variety of valve sizes can be refaced on a high- 
speed production basis and also the flexibility of the machine permits many tool 
grinding operations such as the sharpening of cutters and reamers. Attach- 
ments for grinding Valve Stems, Tappets and Rocker Arms are standard 


equipment. 


Standard Voltage: 


115V, 1 Ph., 50-60 cycle, Catalog No. 522.000.000.000... $ 950.00 
Available on Special Order: 

125V, 1 Ph., 50-60 cycle, Catalog No. 522..00.000.0000000.. $ 950.00 
220V, 1 Ph., 50-60 cycle, Catalog No. 522.000.000.000... 950.00 
240V, 1 Ph., 50-60 cycle, Catalog No. 522.000.000.000... 950.00 
115V, 1 Ph., 25 cycle, Catalog No. 528.....0......0.00c.00 950.00 
TROVE DC. Om talog NOx G2 sac..ccccccccscciecssecsbacssecsuetvsessres 970.00 


Give complete characteristics of your current when ordering. 


All controls and adjustments are designed for foolproof, rapid 
operation and performance in general is unexcelled in today’s markets. 


OUTSTANDING FEATURES:— 


1. Range:—Reface valves of any angle 

from 0° to 90° with valve stems from 
44” to 114” in diameter. Head diameters 
up to 514” are easily handled. 


2 Traverse grind any angle valve from 
* 0° to 90°. This of course includes flat 
type valves. 


Air Chuck grips or releases valve stem 
* instantly—alignment is assured with 
twin grip collets. Regulated valve reduces 


7 For abundant power the grinding 
* wheels are driven by a separate % 

horsepower constant-speed motor. 

8 Closed-type, grease-sealed ball bear- 
* ings, pre-loaded, with automatic 

take-up for wear are at each end of the 

wheel spindle. Assembly is rigidly mounted 


in a removable “‘quill’’ clamped in the wheel 
saddle. 


9 Automatic work-head motor switch. 
* Turns ‘on’ and “off” as work table 
moves valve toward and away from wheel. 


Overall Height—50” 
Overall Width—50” 
Cabinet—2914” x 24” x 16” 
Grinder Net Wt.—290 lbs. 


REPLACEMENT AND EXTRA EQUIPMENT 


GENERAL SPECIFICATIONS 


Cabinet Net Wt.—160 lbs. 
Total Ship. Wt.—500 Ibs. 
Valve Stem Cap.— 4” to 134” 
Valve Head Cap.—Up to 5” 


air pressure of supply liné to the 80 to 90 lbs. Work table travel is limited by an adjust- No. 31729 V-Belt DC and 60 cycle wheel motor.. 
required by air chuck. able stop which prevents grinding the valve No. 32588 V-Belt 25 cycle wheel motot.............0.05 
stem. No. 32860 14” to 1%” Collet for short valve stems.. 9.00 
; : No. 18325: %%” to %” Collet... 8.75 
4, A separate universal motor drives the . No. 15200 14” to 11%” Collet. 11.00 
workhead. Motor speed is qui. kly 10,4 Srre® of 2 eallcn-capetiy | io ginis igh te 1h Collet. 13.25 
adjustable to accommodate large and small _ permits ‘large volume wet grinding. No. 31514. %” to 114” Collet... i 18.25 
ived valve Road A series of. baffle plates “settle” grinding ree er, Ws ne 
sized valve heads. edi . No. 32944 6” x 3%” x 2”—660 N5bV Recessed Grinding 
sediment. Fluid nozzles have flow control Wheel (Standard Equipment)... 3.65 
immiitiviimoacwina. oo No. 31429 6” x %{” x 2"—A46 N5V Recessed Wheel.. 3.65 
rn bp ; : No. 32822 6” x 34” x 2"—C80 N5V Recessed Wheel.. 5.00 
spindle for the smoothest grinding 1 1 Standard equipment includes attach- No. 20939 4” Recessed Grinding Wheel for Valve Stems 
$ ° jae i 
finish. ments for grinding Valve Stems, and Rocker Arms (Standard Equipment).. 2.65 
Tappets and Rocker Arms. No. 33245 ox 24" x 2°—£60 Nev Recoseed Grinding ss 
: P eel wit! ngle on face.............. . 5.35 
6. biped nc ra me pn slide: beat= 1 2 Tool Grinding: The flexibility and No. 32921 Hand Wheel Assembly for use in place of Air 
SUES OAD ere ae design. After long * adjustments possible on this machine k 7.25 
service an adjustment for wear can be made suit it for many production jobs and No. 34253 Grinding Oil, 1-gallon can 1.75 
without any disassembling of the parts. machine shop tool grinding operations. No. 34976 Hypoid Oil, 9 oz. can............... -65 


The Black & Decker Guarantee 


Every Black & Decker product has been carefully inspected before shipment, and we guarantee to 


correct any defect caused by faulty material or workmanship. Our obligation assumed under this 


guarantee is limited to the replacing of any part or parts which prove to our satisfaction, upon exami- 


nation, to have been defective, and which have not been misused or carelessly handled. The com- 


plete unit must be returned to one of our Factory Service Branches or to our Factory, transportation 


charges prepaid. We reserve the right to decline responsibility where repairs have been made or 


attempted by others. No other guarantee, written or verbal, on our products is authorized by us. 
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THE BLACK & DECKER MFG. CO. 
PORPABLE “ELECTRIC TOOLS 
TOWSON 4, MARYLAND 


TELEPHONE TOWSON 4400 (VIA BALTIMORE) 


ALONZO G. DECKER, PRESIDENT 

ROBERT D. BLACK, Vice Pres. 

ALONZO G. DECKER, Jr. Vice Pres. ADDR . 
GLEN H. TRESLAR, Vice PREs. pecan Sec gest tele i it Sa 
FRANK J. NAGELL. TREASURER 


THOMAS |. BURBAGE, Secretary February 18, 1953 


1953 CATALOG — A Useful Guide for Solving 
Many of Your Production and Cost Problems 


Gentlemen: 


Enclosed you will find a copy of our 1953 Standard Catalog 
which describes the world's most complete line of Portable Electric Tools, 
Attachments and Accessories. 


Wherever you have the problem of increasing production or cutting 
costs you will often find that Black & Decker Portable Electric Tools can 
solve your problems. We believe, because of the versatility and adaptability 
of our products, that it will be to your advantage to study the capability 
of these tools. 


Forty-three years of engineering and manufacturing experience are 
behind every Black & Decker product. In addition, to give you the finest in 
"factory" service we own and operate 31 Service Stations at strategic loca- 
tions throughout the nation. Here, factory-trained mechanics service and 
repair your tools efficiently and quickly using only genuine replacement parts. 


Our products are handled by authorized distributors. If you are 
not acquainted with our distributor in your vicinity, let us know and we will 
be happy to put you in touch with hin. 


Should you desire more information, and/or a copy of our Master 
Catalog which gives more detailed information, please do not hesitate to 
write us. Also, if you have any problems regarding the application of 
Portable Electric Tools we will be glad to have one of our own men work with 
you in solving them, 


We trust that we may be of service to you. 
Very truly yours, 


THE BLACK & DECKER MFG. CO. 


- Z ng oa 


J. 
' General Sales Manager 


ae 
ELECTRIC TOOL HEADQUARTERS” 
PLANTS AT:- TOWSON 4. MARYLAND AND HAMPSTEAD, MARYLAND 
SALES AND SERVICE BRANCHES AT:— 
ATLANTA - BALTIMORE - BOSTON - BUFFALO - CHARLOTTE - CHICAGO - CINCINNATI - CLEVELAND - DALLAS - DENVER - DES MOINES - DETROIT - HOUSTON 
INDIANAPOLIS - KANSAS CITY - LOS ANGELES - MEMPHIS - MIAMI - MILWAUKEE - MINNEAPOLIS - NEWARK - NEW ORLEANS - NEW YORK - OMAHA - PHILADELPHIA 
PITTSBURGH - PORTLAND - SAN FRANCISCO - SEATTLE - ST. LOUIS - SYRACUSE-______/ TORONTO, MONTREAL AND WINNIPEG, CANADA 


HARMONDSWORTH, MIDDLESEX, ENGLAND - SYDNEY, AUSTRALIA - SAO PAULO, BRAZIL - MEXICO, D. F., MEXICO 
CABLE ADDRESS BLADECO BALTIMORE 
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